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vAbstract
This study report deals with a particle detection system suited for the measurement of X–
rays, beta radiation and ions including alpha particles which has been developed recently.
The detection system consists of silicon n+–on–p strip sensor connected to the PH32 front-
end readout chip which can be used in the dose rate measurement, the basic spectroscopy,
particle tracking or ion mass spectroscopy. The PH32 chip was manufactured using a
commercial 180 nm CMOS process. It is able to measure the generated charge, the counting
hits as well as the time of particle arrival from a silicon sensor in two operation modes. The
high gain mode is able to measure generated charge in the range from about 3 ke- to 40 ke-
for soft X-rays and beta radiation, the low gain mode in the range from about 300 ke- to
4 Me- for alpha particles. The electronic noise is about 1100 e- for the chip calibration
charge of 10 ke- at high gain mode and 2300 ke- for the chip calibration charge of 2 Me-
at low gain mode. The study is focused on overall chip description, its calibration and
measurements of channels response to the injected charge including linearity, gain, channel
uniformity, noise and dispersion. The energetic spectra of several radiation sources are
presented together with the ability to measure the dose rate in the range of 8-orders of
magnitude. The aim of the study includes description of the hardware limitations together
with the issues arising throughout the ASIC readout chip development.
Keywords: Silicon radiation detector, Front-end readout chip, 180 nm, CMOS, Energy
spectrum, Radiation dose, Particle tracking
Abstrakt
Ta´to pra´ca sa venuje detekcˇny´m syste´mom cˇast´ıc vhodny´ch pre meranie ro¨ntgenove´ho
zˇiarenia, beta zˇiarenia a io´nov vra´tane alfa cˇast´ıc. Tento detekcˇny´ syste´m pozosta´va z
kremı´kove´ho n+–on–p stripove´ho senzora, ktory´ je pripojeny´ na PH32 front-end vycˇ´ıtavac´ı
cˇip s mozˇnostˇou pouzˇitia pri meran´ı radiacˇnej da´vky, za´kladnej spektroskopie, sledovan´ı
dra´hy cˇast´ıc alebo io´novej hmotnostnej spektroskopii. PH32 cˇip bol vyrobeny´ s pouzˇit´ım
komercˇne´ho 180 nm CMOS procesu. Je schopny´ meratˇ vygenerovany´ na´boj, pocˇ´ıtatˇ zra´zˇky
a meratˇ cˇas pr´ıletu cˇastice zo senzora v dvoch operacˇny´ch mo´doch. Mo´d s vysoky´m zosil-
nen´ım je schopny´ meratˇ na´boj v rozmedz´ı od 3 ke- do 40 ke- pre n´ızkoenergeticke´ ro¨ntgenove´
zˇiarenie a beta radia´ciu, mo´d s n´ızkym zosilen´ım v rozmedz´ı od 300 ke- do 4 Me- pre meranie
alfa cˇast´ıc. Presnostˇ merania je okolo 1100 e- pre cˇip kalibrovany´ na na´boj 10 ke- v mo´de s
vysoky´m zosilnen´ım a 2300 e- pre cˇip kalibrovany´ na na´boj 2 Me-v mo´de s n´ızkym zosilen´ım.
Sˇtu´dia je zamerana´ na celkovy´ opis cˇipu, jeho kalibra´ciu a merania odozvy kana´lov na in-
jektovany´ na´boj, ktore´ zahr´nˇaju´ linearitu, zosilnenie, jednotnostˇ kana´lov, sˇum a rozptyl.
Su´ prezentovane´ energeticke´ spektra´ viacery´ch zdrojov zˇiarenia spolu s mozˇnostˇou mera-
nia radiacˇnej da´vky v rozsahu osem ra´dov. Cieˇlom sˇtu´die je taktiezˇ popis hardve´rovy´ch
obmedzen´ı spolu s proble´mami, ktore´ vznikaju´ pocˇas vy´voja ASIC vycˇ´ıtacieho cˇipu.
Klˇu´cˇove´ slova´: Kremı´kovy´ detektor zˇiarenia, Front-end vycˇ´ıtac´ı cˇip, 180 nm, CMOS,
Energeticke´ spektrum, Radiacˇna´ da´vka, Sledovanie dra´hy cˇastic
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Chapter 1
Introduction
The need for different types of particle detectors continuously grows. Many R&Ds in lead-
ing world research centers (Europe, USA, Japan) have developed detectors suited for the
particle physics. The principal aim of particle experiments is the investigation of the most
fundamental principles of the structure of matter and the entire Universe. For that so-
phisticated detection systems are used the techniques on the frontier edge of contemporary
technologies. At the same time, the systems developed for the basic research may have
numerous practical applications.
CERN (Conseil Europe´en pour la Recherche Nucle´aire) is the most advanced laboratory
in the world in the field of the particle physics. CERN is not only the major world labora-
tory in particle physics research but also the world leader in R&D for advanced experiments
instrumentation. Concerning the semiconductor detectors it is the Medipix collaboration
[1], which already passed several front-end readout chips (Medipix1, Medipix2, Timepix,
etc.). It is successor of the RD19 project, which developed the first pixel detectors used in
physics experiments.
The radiation hardness is a very important issue for many applications. To this topic
the RD50 project is devoted [2], which is a successor of the RD49.
Accumulated expertise at CERN is projected in new detectors at the Large Hadron
Collider (LHC), but also in numerous applications. CERN regularly organizes workshops
on different topics: e.g. space dosimetry or medical applications.
The detection system described in this study has the intention to enhance the radiation
hardness. This means it could be used for a longer time in the radiation ambient than
the commercial detection systems used today. Another advantage should be the enhanced
sensitivity of the detection system which is correlated to the lower dose rate needed to get
the image of the object. This is especially important in order to reduce the X-ray dose
delivered to the patient while taking an image of human body organs.
The work on the development of deep sub-micron integrated systems requires a front
edge technology and was performed in the framework of international cooperation which
means learning and taking inspiration from completely different teams and laboratories.
There are very few such projects in eastern Europe and the research in this field in the
Czech Republic is quite unique and novel. The cooperation with the leading research
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3institutes around the world facilitates the exchange of ideas and inspiration and greatly
accelerates the R&D process.
Chapter 2
My contributions
This thesis is focused on the recently developed front-end readout chip named PH32.
However, the research of the chip itself is just one part of the complex mechanism of the
ionizing particles detection. First of all, here is a list of my most important contributions
related to the read-out chip development, which are more discussed below:
• Development of a suitable particle counter with low consumption.
• Managing the information about the hit occupancy and synchronization of the mea-
surement startup.
• Elimination of cutting off the first hit interference which leads to more precise energy
measurement.
• Internal triggering system.
• Solving the cross-talk issues caused by triggering of the measurement.
The overall detection system consists of the sensor where the ionizing particle deposits
its energy and afterward the energy is transfered to the front-end readout chip where it
is processed. The information either in analogue or digital form is transferred through a
daughter board to the mother PCB with post-processing hardware which can be accompa-
nied by appropriate micro-controller or FPGA. This hardware can provide the information
of ionizing radiation for end user or can be further sent and processed by personal com-
puter. The detection module on the PH32 base can operate as stand-alone but also can
provide a quantity of the advanced software utilities suited for calibration, detection and
evaluation processes through the external operating system.
It is understandable that such complex detection system is developed by a group of
closely cooperating people. The list of main contributors is stated in Acknowledgment.
I am the only author of complete digital part of all submitted PH32 chips. I am also
co-author of some analog parts and parts required for the chip connectivity. The analog
parts which are not my own contribution, are not described in detail and they are the
part of this thesis only due to the complexity and clarity of the detection system. These
4
5parts include: CSA, discriminator or proprietary differential driver. Last but not least, I
organized the submissions of the PH32 chips with Europractice IC service.
The main scientific contributions can be categorized into these sections:
• The first versions of the PH32 readout chip contain the synchronous pseudo-counter
which acts as a pseudo-random counter for data storing and it also enables serial read
and write. This solution turned out to be not suitable due to relatively high power
consumption which leads to a crosstalk into the analog front-end. This disadvantage
have led to replacing the pseudo-random counter by an asynchronous counter which
can also act as a shift register. The asynchronous counter gives an advantage with
respect to the power consumption not only because of a lower average consumption
but with these solution the current peaks are spread out in time compared to the
pseudo-counter. The use of this topology is a novel approach in the field of the
ionization particle detection.
• The chip contains the information of channel occupation or-ed from all channels.
This inquiry is based on the analog signal from the CSA and the discriminator is
not affected by any digital processing. The information about the hit occupancy is
desirable also before measuring and afterwards, it can be used for hit activity mea-
surement itself without any digital processing inside the chip. Further, the presence
of this feature allows the synchronization of the measurement startup. This new
approach allows to eliminate the chopping off the first hit occurrence arriving to the
digital part for following processing.
• The next novel method is the information of the first accepted hit which is or-ed
from all channels in the same way as above described feature. This information is
derived besides from the analog part also from the shutter management required
for the proper exposure timing. This feature, together with the above one is new
approach in the triggering of the external hardware and allows to avoid cutting off
the first hit interference which leads to more precise energy measurement.
• The presence of the above described features allow the synchronization of the mea-
surement startup by an external hardware. Furthermore, this information may be
also used for the internal triggering itself, where the internal shutter is waiting for
no hit occurrence. This feature supports the outer hardware where no addition pro-
cessing regarding the shutter occurrence is needed.
• The significant cross-talk issue is caused by the signal shutter during the triggering
of the measurement. The cross-talk between the digital signal shutter and the out-
put of the CSA is important at the beginning of the measurement mainly in energy
measuring mode which can lead to detection of fake hit and to wrong evaluation of
the hit energy. These issues led to a development of a new concept for the shut-
ter triggering where the external digital signal shutter, needed for the triggering of
the measurement, can be shifted in time and it can trigger the measurement with
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an appropriate delay internally. The shutter shifter functionality together with the
previous feature is a novel approach in the field of the radiation readout chips.
The development of the PH32 readout chip went through the different ASIC processes
provided by several semiconductor foundries. This occurred mainly due to discontinued
foundry process or by foundry existence issue. However, the PH32 front-end readout chip




The main driving force behind the research and development of radiation detectors were
experiments in the particle physics. The CERN is playing major coordinating role world-
wide. Several key R&D projects have been developed within the CERN: RD19, RD49,
RD50, Medipix, RD53 [A.1], [A.2]. The first mentioned developed the first pixel detectors
used in physics experiments. The next two projects have been devoted to radiation hard-
ness research program. The Medipix research program is devoted to create a readout chips
originally for particle tracking at the CERN LHC. This project demonstrated the great
potential for the technology beyond the high-energy physics. The last mentioned RD53
project is devoted to creation of front-end readout chip for the future LHC upgrade. The
results of these R&D projects have become the basis of the instrumentation of the large
detection systems: ATLAS, CMS, ALICE, LHCb, which have broadened our knowledge of
the structure of matter to the most elementary level over the last decade.
The ATLAS experiment, where I participate as a full member of research team, is
one of two general-purpose detectors at the LHC (CMS experiment is the second one).
The ATLAS detector comprises several concentric cylinders around the interaction point
where the proton beams from the LHC collide. The detector which is most close to the
interaction point is called inner detector. The major aim of the inner detector is to track
the particle and to evaluate the particle momentum due to curving the particle by magnetic
field that is surrounding the entire inner detector. The inner detector consists of three sub-
detectors. The innermost part of the inner detector is called pixel detector which is a typical
representative of hybrid pixel detectors. These detectors consist of read-out electronics and
outer detector connected together by wire-bonds or bump-bonds. The read-out electronics,
the innermost layer of the pixel detector, is the main subject of this study.
The ATLAS pixel detector (Fig. 3.1) contains three concentric layers and two end-caps
with three discs each. All layers are composed of individual modules (Fig. 3.2) which
communicate with data acquisition system separately. Our point of interest is placed right
on this module.
The pixel detector contains 1,744 modules which consist of sixteen FE–I3 front-end
readout chips [4] connected to the silicon sensor by bump–bonding. The silicon n+–on–n
sensor with 250 µm thickness has 47,232 pixel implants that are arranged in 144 columns
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9Figure 3.1: Schematic drawing of the active region of the ATLAS pixel detector. The
detector consists of three concentric barrel layers and two end-caps [3].
and 328 rows with a pixel pitch corresponding to 400 × 50 µm2. The total amount of
sensitive area makes ≈ 1.7 m2 with over 80 million readout channels.
The last generation of the front-end electronics supposed to be used in ATLAS pixel
detector is FE–I4 readout chip [A.5] and FE–I4B version for b–layer [A.6] fabricated in
130 nm CMOS technology, with smaller pixel size and addition features as the Time–
over–Threshold (ToT) and the Time–of–Arrival (ToA) measurements together with higher
radiation tolerant compared to its predecessor.
The ATLAS pixel detector is a typical example of State-of-the-art in the particle physics
in the presence. It is also worth to mention that the ATLAS experiment together with
CMS experiment led to the award of the Nobel Prize in physics (2013) to Francois Englert
and Peter Higgs for their theoretical prediction of the mechanism.
The article [5] summarizes the contemporary front-end electronics used in the field of
particle detection together with the requirements which derive from the LHC operation:
• Good spatial resolution (in the micrometer range) to distinguish 2 closely separated
tracks.
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Figure 3.2: The elements of a
pixel barrel module. Each module
contains sixteen front-end FE-I4
chips, one silicon sensor and flexi-
ble printed circuit to route signals
and power together with module
control chip (MCC) [3].
• The ability to assign hits to single bunch crossings (which are separated by 25 ns).
• Low effective mass in order to not disturb particle identification in the outer detectors.
• Low power consumption to minimize the cooling infrastructure.
• High radiation tolerance for the detectors and readout electronics.
• Short readout time to cope with high event rates.
The development of the readout electronics used for the particle accelerator lead to research
in other fields such as medical imaging applications, X-ray scanning, national security and
others. One of the leading research projects is Medipix3 ASIC [6] together with the related
project Timepix3 [6] manufactured using a commercial 130 nm CMOS process. The current
stage of the development is the result of long term development of their predecessors,
namely Medipix2 [7] and Timepix [8] manufactured using a 250 nm CMOS process. The
Medipix2 chip is a pixel detector readout chip working in single photon counting mode
for positive or negative input charge signals. The basic properties of the Medipix2 can be
described as follows:
• Square pixel of the size of 55 µm
• Sensitive to positive or negative input charge
• Pixel by pixel detector leakage current compensation
11
• Window in energy
• 14–bit counter per pixel contains 1-bit overflow control
• Count rates of 1 MHz/pixel (0.33 GHz/mm2)
• 256 × 256 pixels
• 3-side but-table
• serial or parallel I/O
The Medipix2 can run in the Hit counting mode only while with the Timepix (the follower
of Medipix2) it is possible to measure the energy of particle by the ToT method as well
as the time of particle arrival by the ToA method besides the Hit counting mode with
the time resolution to around 12.5 ns according the sampling rate [A.11]. The Fig. 3.3
represents the scan done by the quad Medipix2 read-out chip connected to 300 µm silicon
sensor.
Figure 3.3: Image of a human finger ob-
tained by the quad Medipix2 and 300 µm
silicon sensor. W–tube, 35–kV, 2.5 mm
Al equivalent prefiltering
For the spectroscopic X–ray imaging at relatively high X–ray fluxes the readout chip
Medipix3 (and its Timepix3 variant) has been developed. The main feature of the Medipix3
is the reduction of the charge sharing which originated with very small 55 µm pixel pitch.
The Timepix3 chip is able to send data simultaneously for the post-processing together
with higher time resolution than its predecessor.
The both chips are also Through Silicon Via (TSV) proven. This feature allows the
replacement of the wire-bond pads by the TSV processing and therefore the dead area can
be significantly lowered. This advantage may lead to creation of a large detector surface.
The Medipix3 and Timepix3 represent the most recent stage of research in the particle
detection field.
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However, the fact that these solutions are relatively expensive and complicated to use
there is an effort for research of the simpler solution together with the same complexity as
the chips mentioned above.
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Chapter 4
Overview of our approach
In the previous section the most recent front–end readout chips have been described. The
development of the FE-I3 read–out chip used in the current ATLAS pixel detector together
with the FE-I4 chip which is supposed to be used in the detector upgrade [A.4], [A.5] as
well as many others related projects [A.6], [A.7]. [A.3] led to development of new ASICs
supposed to be used in the medical imaging applications. Special effort is mainly for the
reduction of the X–ray dose delivered to the patient, the most effective X–ray imaging,
X–ray inspection, national security and many others. One of the leader between chips
developed recently is Medipix3 read–out chip and related project Timepix3 already briefly
described earlier. I have had a great opportunity to work on the most recent projects.
I have participated at the characterizations of the mentioned readout chips and sensors,
at the software development related to the data acquisition system, at he hardware and
firmware development of the readout boards and others.
All these ASICs have a large application potential. However these detection systems
have enormous complexity that leads to the necessity of complicated hardware with FPGA,
DDR memory, Ethernet and others at additional boards together with a high data flow.
The concept of hybrid pixel detector used for such detector systems requires complicated
bump–bonding for connectivity of the sensor and the readout chip what is technologically
demanding and financially non-negligible costly operation. It should be mentioned that
bump–bonds with 55 µm pitch is not a common process in the present. The last but not
least, the reparation of bump–bond connectivity leads to the strict processes which can
cause the degradation of the ASIC manufactured in submicron technology.
The PH32 front-end readout chip [A.9, A.10] presented in this study is designed for
connection with the strip silicon sensor. It brings simplicity together with a low price due
to relatively simple readout system consisting of the PH32 CMOS readout chip connected
to 32 channels of the silicon sensor by more common and low cost wire bonding connectivity
technique. The information as number of particles coming across the channel as well as the
deposited charge collection or time of particle arrival can be read by very simple additional
hardware due to low amount of channels. In generally the simple MCU can be used
and together with the low power concept the whole detection system is suitable for the
mobile and even for the space applications (high radiation tolerance). In the present the
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communication with the PH32 chip is made by SURE (Simple USB Readout Equipment)
data acquisition readout card which allows configuration as well as transmission of the
measured data from the chip via the USB interface. The hardware and the software are
multi–platform that allows to use the entire system at any OS and any hardware platform.
The PH32 chip with this setup has a significantly higher radiation tolerance than the
common devices for commercial applications and therefore the PH32 chip is perfectly suited
for the dose rate measurement and the basic spectroscopy. This higher radiation tolerance
is caused mainly due to appropriate CMOS processing technology. However, the higher
integration manufacturing process does not have to lead to the higher radiation tolerant.
With respect to the price of the chip production and the value obtained by higher in-
tegration the commercial 150 nm CMOS manufacturing technology was used [A.8]. How-
ever, due to complications during the manufacturing caused by the foundry bankruptcy,
the chip had to be redesigned into other technology offered by a competitor foundry and
subsequently the commercial 180 nm CMOS manufacturing technology has been chosen
for following submissions.
The most recent version of the PH32 readout chip is the PH32v7. However, this study
includes description of the most produced versions of the chip. It is focused on their
differences and novel approaches which were made mainly in the digital part due to certain
malfunctions or lower performance compared to the prediction. The basic architecture of
the entire system is shown in Fig. 4.1 for silicon sensor with 32 identical channels while





Figure 4.1: Detection module based on the PH32 chip contains silicon sensor with 32
channels, HV power supply and SURE (Simple USB Readout Equipment) data acquisition
readout card.
SensorsPH32
Figure 4.2: Detection module based on the PH32 chip contains two silicon sensors with
sixteen wide and narrow channels.
Chapter 5
Detection principles
The principle of all detection systems is to transfer the monitored phenomena to the
electrical signals, which can be electronically processed and evaluated by software. The
concrete implementation of this concept is determined by the physical properties of the
phenomenon being monitored and the nature of the particular application.
In the case of the radiation detection formed by charged particles, the electrical signal is
generated by the ionization charge released by the passage of the particle through the sensor
material. In the case of neutral particle detection, a suitable converter is used in which the
neutral particle generates a charged particle which is then detected by appropriate sensor.
In the optimal case, the detector sensor is also a converter.
Ionizing radiation refers to atomic and nuclear processes. Basic division into two groups
as charged particle radiation and uncharged radiation can be further categorized into four
subgroups as described below:
Charged particle radiation Uncharged radiation
Fast electrons ⇐ Electromagnetic radiation
Heavy charged particles ⇐ Neutrons
The charged particles on the left side interact through the coulomb force with the
electrons of the atoms contained in the medium. This group contains fast electrons which
are produced through nuclear reaction known as beta radiation (electrons or positrons) or
high energetic electrons produced by other processes. To the charged particle radiation
belong also heavy charged particles which have mass higher or equal to one atomic mass.
This charged particle group involves protons, alpha particles, product of nuclear fission or
products of many other nuclear reactions. Due to the interaction of the charged particles
with the matter through coulomb force the characteristic distance the particles can interact
with the matter is much less than the uncharged particles and is in the range from 10-4m
to 10-2m for fast electrons according their energy [9] and around 10-5m for heavy charged
particles [10].
The second group of uncharged radiation consists of electromagnetic radiation and
neutrons. The electromagnetic radiation can be divided into X-rays which is response of
rearrangement of electron shells of excited atoms and gamma rays that comes from changes
16
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inside nuclei. The neutrons are products of many types of nuclear reactions and can be
divided further into slow neutrons and fast neutrons (described later). In contrast to the
charged particles the uncharged radiation does not interact through coulomb force and
therefore its penetration ability to travel through the matter is much higher and is around
10-1m.
To detect the uncharged radiation the radiation energy must be transferred to the
electrons or nuclei of atoms to perform further nuclear reactions. This transfer is illustrated
by arrows in the table above and means that the X-rays and the gamma rays can transfer
their energy to the electrons. These electrons are called secondary electrons and are similar
to the fast electrons related to the beta decay. Similarly the neutrons can transfer their
energy for creation of heavy charged particles with energy that can be measured by detector.
Due to the high penetration ability of neutrons and high energy gamma rays it is very hard
to manage the energy measurement of this kind of radiation by conventional semiconductor
detectors and therefore other detector concepts are in use [11].
5.1 Passage of charged particles through matter
From the standpoint of the sensor activity, except for very specific cases, electromagnetic
interactions with sensor material are used to detect charged particles. This leads to the
ionization of atoms and the release of the charge along the path of the penetrating particles.
5.1.1 Interaction of fast electrons
5.1.1.1 Beta radiation
The most probable source of fast electrons is beta radiation. Beta decay can produce either









Figure 5.1: Beta minus emission. The
weak interaction converts down quark to
an up quark changing the neutron to a
proton. Beta emission is accompanied by
the emission of an electron anti-neutrino
(υe) which shares the momentum and en-
ergy of the decay.
In beta minus emission (Fig. 5.1) down quark is converted to an up quark by weak
interaction and atomic nucleus is converted into a atomic nucleus with higher atomic
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number. This conversion is accompanied by emission of an electron (β-) and an electron
antineutrino (υe) which shares the momentum and energy of the decay and is written
schematically as
A
ZX → AZ+1Y + β− + υe (5.1)
where X and Y are initial and final nuclear elements, A and Z are the mass and the atomic
number of the decaying nucleus.
In contrast in beta plus emission the weak interaction converts a proton to a neutron
inside atomic nucleus and the emitted positron is accompanied by a neutrino. Positrons
are emitted with the same kind of energy spectrum as electrons in negative beta decay
because of the emission of the neutrino. β+ decay is written schematically as:
A
ZX → AZ−1Y + β+ + υe (5.2)
Each beta decay is characterized by a specific decay of energy called Q-value. This
energy is shared between the beta particle and a neutrino or an antineutrino according
to the type of the beta decay. Beta particle can carry the energy varying from zero to
the maximum Q-value. This assumption is for the beta decay where the initial as well
as the final nucleus is in the ground state. If the product nucleus is in the exited state,
the de-excitation process has to come accompanied by gamma rays which is common for
most beta decays. This radiation is produced during the change in nuclear charge when
the beta particle is created and leaves the nucleus [12]. This specific radiation has been
called internal bremsstrahlung in contradistinction to the external bremsstrahlung which is
electromagnetic radiation produced by the deceleration of an electron by an atomic nucleus.
The example of beta radiation energy distribution is shown in Fig. 5.2 [13]. Here the 210Bi
















Figure 5.2: The decay scheme and beta radiation energy distribution of 210Bi [13]. 210Bi
decays into 210Po through β- decay (%β- = 99.99) with the maximum energy Q-=1.16 MeV
[14]
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5.1.1.2 Internal conversion and auger electrons
For the most beta decays the product nucleus is in the excited state (metastable nuclear
isomer) and its energy is transferred to gamma rays. This de-excitation process is some-
times inhibited and the energy is transferred to the internal conversion process where the
excitation energy is transferred directly into one of the orbital electrons of the atom with
its energy given by
Ee- = Eex − Eb (5.3)
where Eex is the excitation energy and Eb is binding energy in the original shell. The
excitation energy can be transferred into the electron in different shells and therefore
the energy spectrum of electrons excited by internal conversion process can contain more
groups of electrons with different energies. More excitation states with different excitation
energies also contribute to more complicated energy spectrum.
For various measurements with detection system based on PH32 chip the Cesium-
137 has been used. This is the example of gamma isotope which decays through β- decay
directly into ground state of isotope Barium-137 (%β- = 5.6) and into a metastable nuclear
isomer of Barium-137m through β- decay (%β- = 94.4) which decays through gamma rays
into ground state of Barium-137 with energy 662 keV [15]. Excited Barium-137m in some
cases can produce conversion electrons with energy 624 keV resp. 656 keV for K-shell resp.
L-shell conversion. The decay scheme of Cesium-137 is shown in Fig. 5.3.
137Cs (30.05 y)






γ 661.65 keV 84.99
γ 283.5 keV 0.000853 Figure 5.3: The decay scheme of
137Cs.
The nucleus with high number of protons can absorb an inner atomic electron (from
the K or L electron shell). This process is called Electron capture and is changing a nuclear
proton to a neutron and simultaneously emitting an electron neutrino:
A
ZX + e
− → AZ−1Y + υe (5.4)
During this process a vacancy appeared in a electron shell which is then filled by another
electron from upper electron shell and characteristic X-ray photon is emitted. This energy
can by transferred to the outer electron and then ejected the electron from the atom. This
is Auger electron and has energy according equation 5.3. Basically it is the same process
as internal conversion but excitation energy originates in the atom instead of nucleus itself.
Auger electrons are common mainly in low-Z elements where the binding energies are small.
The internal conversion is process which can lead to producing of conversion electrons
(and Auger electrons) that can have under specific condition almost monoenergetic spec-
trum and therefore can be used as source for calibration of detection system.
20 CHAPTER 5. DETECTION PRINCIPLES
5.1.1.3 Specific energy loss
The specific energy loss (also called Linear stopping power) for charged particles is defined





The main interactions of fast electrons with matter are ionization and excitation. The






























where ν is the velocity, N and Z are the number density and atomic number of the absorber
atom, m0 is the electron rest mass, e is the electron charge, I represents mean excitation
energy and β ≡ ν/c.
For the fast charged particles the assumption ν  c is no longer valid and therefore the
energy by interactions with the Coulomb field of the nuclei of the traversed medium has
to be taken in account. In this case the energy may be lost by radiative processes which



















One can observe that Bremsstrahlung can be significant only for fast electrons and not
for heavy particles due to m20 factor in eq. 5.7. The factors E and Z
2 also show that the
Bremsstrahlung is significant only for high electron energies and for absorber material of
large atomic number.
The total specific energy loss power for fast electrons is the sum of energy loss due

















The radiation losses are small fraction of total specific energy loss due to relatively small
electron energy obtained through beta decay (few MeV) and begin to be significant only
for high-Z materials.
5.1.1.4 Absorption
The scattering of electrons is significant immediately after electrons entrance a detector
and therefore even small absorber thickness causes the energy loss of such electrons. Hence
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the electrons lose their energy gradually from the detector entrance to the high thickness
of absorber where electrons lose all energy to zero.
Fig. 5.4 shows range-energy plot for monoenergetic electrons in silicon. One can observe
that for silicon density ρSi=2.33 g/cm
2 range for high energy electrons (10s MeV) is around
10-2m [16]. The silicon sensor used with the front–end chip described in this study is
525 m thick and therefore usage of other types of sensor with higher atomic number (e.g.
CdTe sensor) should be considered for measurement of fast electrons with higher energies.
However beta particles in compare with the mono-energetic electrons have continuous
energy distribution with significant part of lower energies and therefore the energy is rapidly





















Figure 5.4: Range-energy plot
for electrons in silicon. (Data
from Ref. [16].)
For materials with high atomic number Backscattering process became significant also.
If electrons lead to the detector surface under low angle the absorber may undergo notable
deflection of electrons. This process is even more significant for low energy electrons and in
some cases Backscattering may play even dominant part (e.g. fraction η=0.5 of normally
incident electrons with energy to around 100 keV that are reflected by golden absorber
[17]).
Most of interactions valid for electrons are valid for positrons as well. However is there
one exception in that annihilation of positron with atomic electron when two photons with
energy 0.511 MeV are emitted. These photons have great penetration ability and therefore
deposition of energy can be in long distance from initial positron track.
5.1.2 Interaction of heavy charged particles
Heavy nuclei are energetically unstable and are subjects to fission nucleus through Alpha
particles or Spontaneous fission to heavy charged particles with mass greater than that of
the alpha particles which is however less common.
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The alpha particle is a nucleus of the element helium (4He nucleus) which has extremely
high binding energy and great mass compared with the beta particle and therefore alpha
particle is very stable and with its charge has a very short penetration range (around 10-5m
in Silicon [10]). The alpha decay is written schematically as
A
ZX → A−4Z−2Y + 42α (5.9)
where X and Y are the initial and the final nuclear elements, A and Z are the mass and
the atomic number of the decaying nucleus.
Figure 5.5: Alpha particle decreases its ve-
locity continuously through interactions with
orbital electrons of absorber atom until the
particle is stopped. Delta rays produced by
electrons with sufficient kinetic energy to cre-
ate further ions are also shown. alpha
delta rays
The alpha particle that escapes from the heavy nucleus has to overcome high energy
barrier. This energy is much higher than the energy of the emitted alpha particle but there
is finite probability that the alpha particle could penetrate the wall by quantum mechanical
tunneling. This process is called Barrier penetration and is responsible for various half-life
of radioactive sources which is in range from days to thousand of years. The correlation
between the half-life and the energy of the alpha particle is very strong. The energy is in
the range from around 4 MeV with the longest half-life to around 6 MeV with the shortest
half-life. The radioactive sources with the energy of the alpha particle beyond this range
are out of the interest for detection systems due to their very small penetration probability
or on the other hand very short half-life below few days. An example of standard alpha
source used for calibration of detector systems (also for detector module based on PH32
readout chip shown in section 9.1) is 241Am with energy spectrum shown in Fig. 5.6.
Figure 5.6: Spectrum of a 241Am alpha-
particle source (log scale) measured with a
silicon detector (25 mm2 area, 300 m thick)
at room temperature. Resolution at 5.486
MeV is 10.6 keV (FWHM) [18].
The nuclei may undergo fission by another process called Spontaneous fission as men-
tioned earlier when are created heavy charge particles with higher mass than mass of alpha
particles. This process is however less probable than emission of alpha particles and very
often is accompanied by emission of neutrons and gamma rays.
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5.1.2.1 Specific energy loss and range
The alpha particle interact with the matter mainly through coulomb forces between posi-
tively charged alpha particle and negative orbital electron of absorber atom. This coulomb
force will cause either excitation or ionization of absorber atom. The energy which is
transferred to the electron is small fraction of energy belongs to the alpha particle and
maximum fraction of energy which can be transferred from charged particle to the elec-
tron is 4Em0/m where E and m is kinetic energy and mass of charged particle and m0 is
electron mass. Because of electron mass is much smaller than mass of charged particle the
heavy charged particles must lose their energy in many encounters along their path and
therefore the collision track is except at very end almost straight (Fig. 5.5). In some cases
(e.g. short distance of absorber material to the source and very high kinetic energy) the
charged particle can transfer such amount of its energy to the orbital electron that electron
itself can ionize other absorber atoms and create Delta rays. These delta rays are formed
close to the primary track of charged particle due to smaller range than range of charged
particle. However majority of energy loss of charged particle is via these delta rays. If such
delta rays occur near the surface the electrons may escape from the absorber and produce
Secondary electron emission.
The specific energy loss is defined similarly as for fast electron (Eq. 5.5) as differential
energy loss by the specific differential path length of specific absorption material. This
energy loss increases as the particle velocity decreases. This phenomenon is described in
Fig. 5.5 when the alpha particle ionizes most absorber atoms at very end of its track. This






















where ν and z are the velocity and charge of the primary charged particle, N and Z are the
number density and atomic number of the absorber atom, m0 is the electron rest mass, e is
the electron charge, I represents mean excitation and ionization potential of the absorber
atom. From Eq. 5.10 one can observe that due to factor z2 the specific energy loss is greater
for particle with the greatest charge. Also the energy loss is higher for high atomic number,
high-density materials due to factors N and Z. The velocity ν in denominator describe
the earlier mentioned fact that energy loss is increasing with decreasing of velocity. As a
result of calculation the specific energy loss for different heavy charged particles in silicon
(used with PH32 readout chip) is shown in Fig. 5.7.
The heavy charged particles lose their energy as predicted Eq. 5.10 as they penetrate
through absorber while they have enough energy to pass the medium without electron
pickup. Almost at the end of the track the charged particles lose their charge by electron
pickup and therefore specific energy loss is dramatically reducing. This behavior is illus-
trated in Fig. 5.8 for alpha particle and proton with energy of several MeV which is known
as Bragg curve. On other hand this behavior is not valid for very heavy fission fragments
where these charged fragments pick up electrons at the very beginning already.
Fig. 5.9 illustrates the particle range. The charged particles pass the absorber while
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Figure 5.7: The specific energy loss
calculated for different heavy charged























Figure 5.8: The Bragg curve for al-
pha particle and proton with en-
ergy of several MeV. The specific
energy loss is increasing as parti-
cles are penetrating into the ab-
sorber. Near the end of track
particles lose the charge by elec-
tron picking and specific energy
loss drops abruptly. Charged parti-
cle with greater number of nuclear









their energy is losing. Without electromagnetic field the particle path is quite straight
through all absorber thickness. The number of particles is unchanged while they have
enough of energy to travel without picking up the electrons. Near the end of particle
track the charge of particle is reduced by electron pickup and number of particles passing
through absorber thickness are reducing rapidly. How abrupt is this particle number change
represents the Range straggling. The range can be defined as Mean range Rm when the
number of passing particles is exactly one-half of initial number of particles entering the
absorber.
In the case of energy measurement of charged particles the detector must have an
active thickness greater then mean range of measured particle to allow deposition of full






Figure 5.9: The alpha particles penetrate
through absorber until they lose the charge
by electron pickup. I0 represents the ini-
tial number of alpha particles, I represents
the number of alpha particles through an
absorber thickness. The mean range Rm
represents the distance when the number of
alpha particles is exactly one-half of initial
amount.
incident particle energy to the absorber. From Fig. 5.10 one can see that the silicon sensor
with thickness 525 m (used with PH32 readout chip) can be used for full incident energy
measurement of alpha particles with energy up to around 40 MeV or protons with energy




















Alphas Figure 5.10: The range-energy curve
for different charged particles in sili-
con. (Data from Ref. [10].)
The particle range should be taken in account for shielding purposes as well where the
materials with higher atomic number are used. Tables of range and stopping power of
chemical elements for charged particles can be found in Ref. [19].
It is worth mentioning that the stopping time for charged particles is few picoseconds
in solid and few nanoseconds in gases and therefore the stopping time is neglected for
detection purpose by solid (silicon) detectors.
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5.2 Passage of neutral particles through matter
The choice of the converter for the generation of the charged particles depends on the type
of neutral particle and its energy. This defines the physical process that will be used to
register the primary particle, or which physical process will be dominant. The created
charged particles are then detected by the process described in 5.1.
5.2.1 Photons and their interaction with matter
When a photon passes through the mass, the following processes may occur depending on
the energy of the flying photon: Photoelectric absorption, Compton scattering and Pair
production. The energy dominance of each process is determined by the choice of the
converter.
The photon is electromagnetic radiation with specifics as zero charge, zero mass and
the velocity of speed of light. Because of this properties the photon is penetrating far
more than charged particles with the same energy. The photon does not loose its energy
via coulombic interaction with electron in the atom because it is neutral. The photons
penetrating through material and transfer their energy partially or totally to the electron
energy which is deposited in the medium.
5.2.1.1 The nature of electromagnetic radiation
The main sources of electromagnetic radiation can be divided into processes:
• Gamma rays following beta radiation
• Annihilation radiation




Gamma rays following beta radiation
Many radiation sources do not decay through beta radiation directly into ground state
of daughter nuclei but rather decay into a meta-stable nuclear isomers with excited state
followed by photon emission. Such example of gamma isotope which decays through β-
decay was shown in Fig. 5.3. In this example parent nucleus decays into ground state of
daughter nucleus with low probability (5.64%) only and big amount of decay (94.36%) is
into excited state followed by photon emission. The half-life of nucleus is much longer (e.g.
years) in compare with lifetime of excited state of daughter nucleus (order of picoseconds)
but as the gamma rays is the result of excited state after beta decay this radiation appear
with half-life of parent nucleus.
The nuclear states have exactly defined energies and therefore the photon excitation
is nearly mono-energetic which is useful for detector calibration. However gamma rays
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sources based on beta decay are useful for detector calibration with energies lower than
about 2.8 MeV due to limitation of half-life as sources with higher energies have half-life
much shorter.
Annihilation radiation
During beta plus radiation a proton in parent nucleus is converted through weak interaction
to an neutron. Simultaneously a positron accompanied by a neutrino is emitted (Eq. 5.2).
The positrons lose their energy as they pass through the absorber and if the energy is
sufficient small (near the end of their range) the positron combines with normal atomic
electron in the process of annihilation. The both positron and electron disappear and
instead of them two electromagnetic photons are emitted. Both with the same energy
0.511 MeV but oppositely directed. These photons have greater penetration ability and
therefore their track and deposition is far away from the original positron track.
Gamma rays following nuclear reaction
One possibility to produce gamma rays with higher energy than is common for gamma
rays produced through beta decay is combining the alpha emission with appropriate target




6C → 168O∗ + 10n (5.11)
where product nucleus 16O is in excited state. To reach the ground state of product nucleus
the gamma ray with energy 6.13 MeV is emitted accompanied by neutron. These processes
are however useful mainly as neutron sources.
Bremsstrahlung
The electromagnetic radiation in form of Bremsstrahlung is widely used for production
of X-rays from standard X-ray tubes where fast electrons are penetrating through target
(typically Gold or Tungsten).
Due to deceleration of an electron by atomic nucleus the electromagnetic radiation
is produced (according classical theory accelerated charge has to emit electromagnetic
radiation). The converting process of electron kinetic energy into the Bremsstrahlung is
more significant for materials with higher atomic number as well as higher electron energy
leads to the higher portion of converted energy.
Energy spectrum produced by mono-energetic electrons is continuum where low-energy
photons predominates and therefore this type of X-rays can not be used for detector calibra-
tion unless the additional filtration is used. However beside Bremsstrahlung, characteristic
X-rays is also presented when fast electrons are penetrating through target (see next para-
graph). The energy spectrum from thick molybdenum anode X-ray tube measured with a
Si(Li) detector is shown in Fig. 5.11.
Beside Bremsstrahlung based on deceleration of an electron passing through absorber
exists also the Inner Bremsstrahlung caused by acceleration of an electron via electron
capture process (discussed earlier) which may add continuum energy spectrum based on
radioactive nucleus decay.
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Figure 5.11: The energy spec-
trum from a thick molybde-
num X-ray tube measured with
Si(Li) detector (40 kV tube
voltage, 90◦ electron beam in-
cident angle, 32◦ x-ray takeoff
angle). Characteristic X-rays
visible at 17.4 keV for Kα lines,
19.8 keV for Kβ line and at
2.4 keV for L lines. (Data from
Ref. [20].)
Characteristic X-rays
There are several excitation processes which may change the normal configuration of orbital
electrons. In some cases the orbital electron may be disrupted and move away from the
original electron shell. This excited state takes very short time (nanoseconds or less for
solid materials) to rearrange the electron shell and bring the atom to the ground state.
During this period the energy is liberated and takes form of a characteristic X-ray photon
which represents the difference between original and final state. Fig. 5.12 describes such
excitation processes which lead to creation of vacancy in lowest K shell and radiation of
characteristic X-ray photon during filling this vacancy by upper electron. The competitive
process to the excitation of X-rays is creation of Auger electron. The ration of X-ray
photons in its de-excitation process is defined by Fluorescent yield.
The excitation processes can be divided to two basic groups according origin:
• Excitation by external radiation
• Excitation by radioactive decay
Excitation by external radiation is due to external source as X-rays, fast electrons,
protons or alpha particles which penetrate through specific target and cause the excited
state of absorber atom or even create ionized atom. During de-excitation processes the
characteristic X-ray photons are emitted (Fig 5.12 a–b).
Excitation by radioactive decay is caused by excited nucleus after nuclear reaction
(described earlier). The excited nucleus may emit gamma rays and cause the ejection of
orbital electron (most often from K shell). Other possible process is internal conversion
when orbital electron (again most probable from K shell) is captured by atomic nucleus and
last possibility is ejecting the orbital electron by β− particle due to beta decay. During all
processes the vacancy is created and rearranging processes follow when the characteristic
X-ray photon is emitted (Fig 5.12 c–e).
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Figure 5.12: The excitation processes responsible for radiation of characteristic X-ray
photons. External radiation due to ionized particles (a), Photoelectric absorption (b),
Internal gamma conversion (c), Internal beta minus conversion (d), Electron capture (e).
(Figure from Ref. [21])
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5.2.1.2 Interaction mechanisms




where photon energy is partially or totally transferred to the electron energy of absorber
atom.
Photoelectric absorption
During photoelectric absorption the gamma rays interact with the absorber atom and lose
their energy entirely. This energy is transferred to the electron energy which is ejected
from the atom as photoelectron (Fig. 5.12 b). In the most cases photoelectron came from
the most bound K shell with energy
Ee− = hν − Eb (5.12)
where Eb represents the binding energy of photoelectron in the absorber atom. The photo-
electron leaves behind a vacancy which is immediately filled by electron from other shell or
from the medium when the characteristic X-ray photon is emitted from the atom (Fig. 5.12
b). In some cases photon may cause the ejection of auger electron instead of X-rays itself.
This absorption process is predominant for materials with high atomic number (gamma
rays shields) but probability of absorption decreases with increasing of photon energy.
In Fig. 5.13 the dependence between the mass attenuation coefficient and photon energy
in silicon is described. One can see that the attenuation is decreasing with the photon
energy and for region with higher energy other processes as Compton scattering and Pair
production are more significant. The K-edge peak at 1.839 keV represents the binding
energy of the electron in K shell.
Compton scattering
For higher energies the Compton scattering begins to be significant. The photon energy is
partially transferred to the electron which is ejected from the atom or shifted to the electron
shell with less binding energy. The energy transferred to the electron varies from zero to
the high fraction of total photon energy and depends on the angle in which the photon
is scattered (Fig. 5.14). Compton scattering process is more significant for materials with
higher atomic number (as well as Photoelectric absorption) and for gamma rays produced
by radioisotope sources is the most important interaction mechanism.
Pair production
If the energy is higher than twice the rest mass energy of an electron the production of
positron electron pair is possible. The probability is higher with increasing the energy and
this interaction mechanism become predominant for very high energies exceed tens of MeV.

























recoil electron Figure 5.14: Compton scattering.
In addition an annihilation process is followed as positron penetrates through the absorber
when two photons with energy 0.51 MeV are emitted (Fig. 5.15). The annihilation process
contributes to the pair production and may have significant impact on gamma rays energy
measurement.
5.2.1.3 Attenuation coefficient
The gamma rays lose their photons exponentially as they pass through an absorber
(Fig. 5.16). There is fixed probability of the photon collision called linear attenuation
coefficient and is defined as sum of the probabilities for each interaction mechanism:
µ = τ(Photoelectric absorption) + σ(Compton scattering) + κ(Pair production) (5.13)
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Figure 5.15: Pair production
and annihilation process.





Figure 5.16: Exponential attenuation of
the gamma rays. I0 represents the initial
amount of gamma-ray photons, I represents







The neutrons are products of many types of nuclear reactions. In contrast to the charged
particles the neutron radiation does not interact through coulomb force and therefore its
penetration to the matter is much higher. Consequently, the detection of neutrons is
impossible with current semiconductor detectors and therefore the radiation energy must
be transferred to the electrons or nuclei of atoms to perform further nuclear reactions.
Basically, the neutrons can transfer their energy for creation of heavy charged particles by
usage of appropriate converter, which is typically connected to the semiconductor sensor.
The energy of heavy charged particles are then measured by the process described above
in 5.1.
In principle, the neutron radiography is the same as X-ray radiography. The neutron
beam is focussed to the scanned object and subsequently the neutron intensity is measured
by a neutron sensitive imaging detector. The main advantage of the neutron radiography is
higher sensitivity for plastic materials (light elements). Essentially, the metallic pieces are
transparent for the neutrons. In contrary, the X-ray radiography shows very good contrast
of metallic materials (Fig. 5.17).
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(a) The neutron radiography. (b) The X-ray radiography.
Figure 5.17: The neutron and X-ray radiography image of a film camera. The neutron
radiography has higher sensitivity for the plastic materials (left) in compare to the X-ray
radiography which has good contrast of metallic parts (right). Both images were taken at
the neutron radiography facility (Neutra) at Paul Scherrer Institute (PSI) [23].
5.2.2.1 Thermal neutrons
The principle of the neutron detection by a planar semiconductor detector is shown in
Fig. 5.18. The neutron converter 6Li (LiF) is deposited on the silicon surface and allows a
nuclear reaction:
6Li+ n = 3H + α (4.78 MeV ) (5.15)
Products of the reaction between 6Li and neutron are heavy charged particles: alpha





Figure 5.18: Principle of the neutron detection by a silicon planar neutron detector. The
neutron converter LiF is deposited on the silicon surface.
The usage of the semiconductor detectors for neutron radiography has numerous ad-
vantages. Beside others: a very good spatial resolution, dynamic range and linearity. The
detector sensitivity is affected mainly by limited effective thickness. The optimal converter
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thickness has to be found with the respect to the neutron capturing possibility in the con-
verter layer and the possibility of the secondary particle capturing in the semiconductor
detector.
5.2.2.2 Fast neutrons
The neutron converter 6Li is not suitable for the neutrons with the energy higher than
hundreds of keV due to dropping of the neutron capture cross section. More efficient
solution brings the detection of protons recoiled by fast neutron. The masses of neutron
and proton are almost the same. Therefore, the energy of recoiled proton is nearly same
as the neutron energy. As a converter can be used hydrogen-rich material with a nuclear
reaction:
H + n = p+ n (5.16)
The principle of the neutron conversion by the polyethylene (PE) layer attached to the
silicon shows Fig. 5.19. The polyethylene neutron converter attached to the silicon sensor




Figure 5.19: Principle of the fast neutron detection by a silicon planar neutron detector.
The protons are recoiled by fast neutrons in the polyethylene layer (PE).
5.3 Semiconductor detector
Semiconductor detectors are used in many areas of science and technology due to their
unique characteristics which are not available with other type of detectors. Besides others,
semiconductor provides the unique spatial resolution, very high readout speed, signal in
electric form, possibility to measure energy, position and time of arrival at the same time
and availability for integration with front-end readout chip. Compared to gas or scintil-
lation detectors, semiconductor detectors have good energy resolution and are much more
compact.
Silicon detectors are the best known semiconductor detector with the most advanced
technology available. The best knowledge of material characteristic is due to wide use in
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electronics. Silicon detectors are fabricated from slices of a silicon single crystal and can
have much less thickness and spatial dimensions in compare with most other semiconductor
materials. For instance, silicon detectors can be operated at room temperature in contrast
with germanium detector (higher leakage current) without any need of cryogenic cooling.
Produced silicon sensors used in this thesis are p-type which means higher radiation
tolerance than n-type detector. Worth mentioning, the production of p-type silicon was
not trivial some years ago. Last but not least, the creation of SiO2 passivation on the top
of the Si layer is relatively easy process that allows the creation of complex connectivity
with AC coupling capacitors or development of the monolithic detectors.
To obtain the path information of ionizing particle the diode as a detector may be split
to the strips or the pixels. The basic principle of the silicon strip detector is shown in
Fig. 5.20. The ionizing particle is penetrating to the fully depleted silicon sensor. The
electron–hole pairs generated along the particle path drift along electric field to the sensor
plates. The holes drift to the back-plane while the electrons are collected at the n+
implant where they are induced by AC–coupling capacitor (or directly) to the Charge
Sensitive Amplifier. AC–coupling capacitor can be put outside the sensor, however, to
produce sufficiently large capacitor on the LSI electronics it is almost impossible. The
main aim of the AC–coupling is to shield the electronics from the dark current which can
lead to the shifts of operation point and subsequent changes of the thresholds can lead to
the reduction of the dynamic range or even to the saturation.















silicon strip detector. Ioniz-
ing particle creates electron–
hole pairs inside depleted
sensor. The electrons and
the holes travel to the sen-
sor plates and through AC–
coupling capacitor to the
readout electronics where
the signal is amplified and
shaped.
The elements contributing to the noise originating in the silicon sensor are shown in
Fig. 5.21. The main contributors are leakage current IL, load capacity CD, serial and parallel
resistances RS and RP while load capacitance is mainly caused by inter–strip capacitance
and the capacitance between the strip and the back-plane.
The Charge Sensitive Amplifier (CSA) shown in Fig. 5.22 consists of inverting ampli-
fying circuit that in the ideal case is defined as UOUT = −AUIN and feedback capacitor
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Figure 5.21: Simplified
schematic of a sensor with
its CSA amplifier. The
main noise contributions
are leakage current IL,
parallel and serial resis-








CF. To achieve the operational condition, the feedback capacitor has to be discharged by
high–ohmic resistor or by current source since high–ohmic resistors are very complicated to
produce in LSI electronics. The input capacitance CIN is mainly caused by gate capacitance
of the input MOSFET while CD represents the sensor capacitive load at the input.
Figure 5.22: Principle of a Charge Sensi-
tive Amplifier with its capacitive feedback.
The system has to be initialized to operat-








Any charge at the input will cause the output change according equation:







The equation 5.17 is valid for large amplification when the output is given by ratio of
injected charge over feedback capacitor. In this case all injected charge is transferred from
the sensor to the feedback capacitor. In the case of lower amplification or large capacitive
load of the detector the charge is transferred from the detector to the feedback capacitor
only partially.
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Chapter 6
The architecture of the detection
system
Several chip versions of the PH32 chip have been developed. The last fabricated chip
PH32v7 is supposed to be the final prototype before ongoing engineering run. Because this
version of the chip is not tested by the time of this study, the following description of the
detection system is dedicated to the last most tested PH32v6 chip version. The current
chapter is dedicated to the overall description of the detection system which is the basis
for the following chapters that present the main focus of this study.
A block schematic of the detection system is shown in Fig. 6.1. The PH32v6 front-
end readout chip has been manufactured in a commercial 180 nm CMOS technology by
its dimensions 3.5×2 mm2. The chip contains 32 identical readout channels which are
connected through the AC coupling to the strips of silicon n+–on–p sensor of 525 µm
thickness with the p-stops between each individual strips. The use of the high resistivity
silicon (>10 kOhm·cm) ensures for the sensor thickness of 525 µm the full depletion of the
sensing volume at −150 V.
Figure 6.1: Block
schematic of the detec-
tion system with the
PH32v6 chip and the






























6.1. THE SILICON SENSOR 39
In the next section, the silicon sensor will be described briefly as it is not the point of
interest of this study. The afterward section is dedicated to the PH32 chip itself with more
detailed description of the digital part of the chip, which is my contribution in complete.
6.1 The silicon sensor
Fig. 6.2 shows two variants of the silicon strip sensor of 525 µm thickness. The first one
contains 32 identical channels with dimensions of 250 µm × 18 mm and the capacitance
≈ 4.6 pF per channel. The second one contains only 16 channels with the various width
size. The wide size strips have dimensions 1680 µm × 8 mm and the capacitance ≈ 5 pF and
narrow strips with dimensions of 200 µm × 8 mm and capacitance ≈ 1.5 pF per channel.
The area ratio of wide and narrow strips is around one to eight. This is together with the
charge collection scale of the PH32 useful for the dose rate measurement in few orders of
magnitude as well as for the energy measurement of particles with the energy difference
in range of ≈ 10 keV to ≈ 30 MeV - typical for soft X-rays, β radiation and charged ions.
The size of the sensor was chosen in respect of the fact that the device is developed mainly
for the dose rate measurements. The strip capacitance values are our best approximation,
which includes fully depleted strip to the back plane (bias at -150 V), side capacity to
the back plane, inter-strip capacity and AC coupling capacity. The measured strip AC
coupling capacity (SiO2 layer of 320 nm) between the metal and the silicon is 290 pF. The
new ongoing production of the sensors will produce the sensor of 60 nm SiO2 thickness
which allows to increase the AC coupling capacity. The production itself is provided by
the ON Semiconductor foundry in Czech Republic.
Figure 6.2: Two variants of n+–on–p
silicon strip sensors of 525 µm thick-
ness produced on high resistivity sili-
con (>10 kOhm·cm) with the p-stops
between individual strips. The sensor
on the left side contains 32 identical
strips while the right type contains 10
wide and 6 narrow strips.
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6.2 The Ph32 readout chip
At the present time, there are several versions of the PH32 chip fabricated during the last
five years. These versions were gradually developed according to the measurements of the
previous versions what led to several changes in both analog and digital parts. However,
this section is focused on the last well tested PH32v6 chip and the main intention is on
the digital part which is my prime contribution. The complete specification of the PH32v6
chip is summarized in appendix A.
At this point, I would like to mention the serious troubles we have encountered during
the development, which I believe, were not on our side. During the last years, we were
forced to change both the foundry and the manufacturing process several times. Table 6.1
shows all versions of the chip and the appropriate processes. The first complication came by
unreliability of the Lfoundry which have gone bankrupt. Lfoundry moved its production
and is now operating again, but it took time. Meanwhile we have chosen AMS for our
future MPW submissions. During the development, AMS foundry once updated the process
because of moving the production (Metalization changes increase the antenna effects). At
the end of development the question about the engineering run arose. At this point, AMS
foundry announced the end of the process lifetime which led to serious issue (MPW in a
C18 process is still available, while engineering run not). Hopefully, we found the solution
in TSI foundry which offers the old C18 process. We redesigned our design into the old
process once more and the engineering run is ongoing just now.
Fig. 6.3 shows the top layout of the PH32v6 readout integrated circuit with the all
basic analog and digital blocks, several test structures (STSCL, time counter) as well as
the transistor test structures which were be used at a radiation hardness evaluation [A.18].
The radiation hardness was also evaluated for earlier version of the PH32 chip which has
been manufactured in a commercial 150 nm CMOS technology [A.8].
6.2.1 The analog part
Fig. 6.1 describes the basic concept of the channel analog part. The signal from the sensor
is transferred through the AC coupling capacitor (sensor side) to the input of the Charge
Sensitive Amplifier (CSA) where the signal is amplified. Thereafter, the signal is compared
to the threshold of the discriminator. The output of the discriminator is processed by the
digital part. The CSA sensitivity can be adjusted in two operation modes by changing
the feedback capacitance between 10 fF and 1 pF into the High Gain (HG) mode for low
energy X-rays and beta radiation and the Low Gain (LG) mode for charged ions such as
alpha particles. Each channel contains the Digital to Analog Converters (DACs) to adjust
a feedback current of the CSA as well as the threshold of the discriminator during the
calibration process for each channel separately. The aim is to obtain an equal output of
the CSA in all channels for different injected charges and for both gain modes to ensure
a high dynamic range. The comparison between the post-layout simulation of the CSA
response to various injected charge and the real response to injected charge in HG mode
is shown in the Fig. 6.5.
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Chip version CMOS technology Major changes
PH16 Lfoundry 150 nm first prototype
16 channels
PH32v2 Lfoundry 150 nm 32 channel
PH32v3 AMS 180 nm (C18) redesigned to new technology




hit occurrence synchronized with shutter
PH32v5 AMS 180 nm (aC18) redesigned to new technology
pseudo-counter → asynchronous counter
lowering input noise
lowering threshold level of discriminator
shutter delay
global STSCL counter
PH32v6 AMS 180 nm (aC18) hit global not synchronized
SPI compatibility
PH32v7 AMS 180 nm (aC18) redesigned for engineering run
input capacitors changed
PH32v8 TSI 180 nm (C18) engineering run
redesigned to previous technology
Table 6.1: The PH32 versions and significant differences.
In overall, the HG mode is able to measure generated charge in the range from about
3 ke- to 40 ke- and the LG mode in the range from about 300 ke- to 4 Me-. The electronic
noise is about 1100 e- for the chip calibration charge of 10 ke- at HG mode and 2300 ke-
for the chip calibration charge of 2 Me- at LG mode.
For completeness, Fig.6.6 shows the layout of one channel. The layout contains the
input pad prepared for the wire-bonding which is connected directly to the CSA input.
Besides the analog part, the digital part is visible on the right side of the channel.
6.2.2 The digital part
The digital part of all produced PH32 chips is my own contribution. This section de-
scribes step-by-step all digital blocks and new approaches that have been applied during
the development.
The digital part of the PH32v6 chip contains channel digital part (Fig. 6.6), global part
(Fig. 6.7(a)) and shutter shifter (Fig. 6.7(b)). The global part contains except the global
configuration also the sampling frequency management circuit, triggering and I/O signals
management. Global connectivity between the individual blocks is shown in Fig. 6.8.
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Figure 6.3: Top layout of the PH32v6.
6.2.2.1 Clock signals
For the chip operation two clock signals are needed: clk and clk cnt. The clk is used for
loading the configuration data into the configuration register and for reading measured
data from the chip. The clk is supplied from outside of the chip and the frequency should
be in the range of 10s MHz. The clk cnt is a reference signal for the ToT and the ToA
measurement. Besides this purpose, the clk cnt is used for the synchronization of the
asynchronous output of the discriminator, which is the input to the digital part. Its
frequency range is 100s MHz and it is asynchronous to the clk. This signal can be provided
either externally (clk cnt ext) or from an internal Voltage Controlled Oscillator (VCO). The
source of this clock signal can be switched by 127th global configuration bit (clk cnt sel,
table A.2). Nominal frequency of the VCO is ≈ 250 MHz and it can be further adjusted
by the VBIAS DAC (table A.2). The frequency from the internal oscillator can be further
divided by appropriate settings of 125th and 126th global configuration bits (clk cnt div,
table A.2).
The usage of the external source of the sampling frequency is only for specific applica-
tions due to its single ended input port limitation which allows the frequency in the range
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Figure 6.4: Block schematic of the channel analog part of the PH32v7 chip. The channel
contains charge sensitive amplifier with feedback capacitors, switches for mode operation
changing, Feedback DAC (FDAC) for feedback current tuning and Threshold DAC (TDAC)
for discriminator threshold tuning. The PH32v6 chip disposes with the same arrangement
except the capacitance values which are 10 fF (HG) and 1 pF (LG).
of 10s MHz only. The low sampling frequency is inappropriate for the ToT and the ToA
measurements due to low resolution. Another important note is that the input is syn-
chronized and low frequency causes the higher dead-time. Due to these facts, the external
source of the sampling frequency is obsolete and it is not applied in the last PH32v7 chip
version.
However, the input synchronization is probably not necessary, because we have not
observed any metastable state during the PHpix chip operation. The PHpix chip is the
simplified PH32 chip and it is primarily used only for the radiation imaging where only the
hit-counting mode is required. The PHpix chip has no sampling frequency at all. The chip
is described briefly at the end of the study (section 10.2). This is one of possible upgrade
which should be applied to the potential future development of the PH32 chip. Among
other things, it would lead to the large drop in power consumption in the hit-counting
mode.
The VCO operation is described in more detail in section 7.3 which is dedicated to
the cross-talk between the digital activity and the internal oscillator. From the described
observation, the VCO should work at the maximum frequency due to minimal dependency
on the VBIAS.
















Simulation of CSA output vs. injected charge
Qin = 2 ke
−
Qin = 5 ke
−
Qin = 10 ke
−
Qin = 20 ke
−
Qin = 30 ke
−
Qin = 40 ke
−
(a) Simulation of the CSA output vs. injected
charge.
(b) Measurement of the CSA output (CH2) for
charge injection of 40 ke- (CH1).
Figure 6.5: Simulation and measurement of the CSA output of the PH32v6 chip. The
output of the CSA is relatively linear for a wide range of injected charge (6.5(a)). The
output of the CSA was measured for injected charge 40 ke- which corresponds to the
injection of 640 mV peak-peak with respect to injection capacitor 10 fF (6.5(b)). The CSA
behavior is strongly dependent on the DACs settings.
input pad analog part digital part
Figure 6.6: Layout of one channel, PH32v6 chip.
6.2.2.2 Operation modes
All versions of the PH32 chip can operate in four operation modes (table 6.2) according
to the local configuration. Every mode is used for a different measurement purpose and
subtly varies in synchronization. A simplified description of the operation modes is shown
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(a) (b)
Figure 6.7: Layout of global configuration part (6.7(a)) and layout of shutter shifter
(6.7(b)), PH32v6 chip.
in Fig. 6.9. The hit-counting mode is supposed to be used for the dose rate measurement
which is in more detail described in section 9.2. The energy of first hit mode is used for
measurements related to the evaluation of the energy spectrum. Various energy spectra
have been measured by different chip versions (section 9.1). The energy integrated during
the measurement is used to evaluate overall energy exposed by any radioactive sources.
Finally, the time of arrival of the first hit is supposed to be used for the measurement of
the time when the particle arrives to the sensor which has huge potential in the particle
tracking or ion mass spectroscopy [25].
MODE 1 MODE 0 Selected mode
0 0 Hit-counting
0 1 Energy of first hit
1 0 Energy integrated during measurement
1 1 Time of arrival of the first hit
Table 6.2: Mode configuration.
6.2.2.3 The communication with the PH32v6 chip
The PH32v6 chip consists of 32 identical channels connected in series with the global
part (Fig. 6.8). The data from the measurement of each channel are stored in a 16-bit
asynchronous counter which can be switched to the shift-register to enable serial data read
and write. However, till the PH32v4 chip version, the chip contains 13-bit pseudo-counter.
The counter was redesigned due to relatively high power consumption which led to the
crosstalk to the analog front-end. The wide treatise devoted to this issue is in section 7.1.
The usage of asynchronous counter is new approach in the readout chips associated with
the radiation detectors.







1     
Mux
























Analog part Digital part
Global
part


























hit_global 1     
Mux















Figure 6.8: Block schematic design of digital part of PH32v6 readout integrated circuit.










of the ﬁrst hit
Shutter
Figure 6.9: Simplified description
of the operation modes.
The communication with the chip is done by a single serial data line which shifts data to
the on-chip configuration registers and reads data from the channel data registers. In both
cases the data can pass through the chip from the data in signal to the data out signal.
Layout of the registers depends on the operation which is performed with the chip. While
the chip configuration, the registers consist of the global configuration register (144 bits)
and 32 local configuration registers (each 24 bits) as shown in Fig. 6.10.
Figure 6.10: Layout of configuration registers in the PH32v6 chip.
In the reading mode, the chip register is shortened to read only the measured data (32
× 16 bits). Layout of the register in the readout mode is shown in Fig. 6.11.
Figure 6.11: Layout of data registers in readout mode in the PH32v6 chip.
For a proper function the asynchronous counter must be initialized to 65535 (16’b1111 -
1111 1111 1111). After that, the asynchronous counter reacts as a sub-tractor by one with
a positive edge of the reference clock and therefore, the value of the counter obtained
by additional hardware must be inverted to obtain the correct information of the counts.
However, the additional information of correct startup is presented in the results also, and
therefore, additional step has to be done for proper readout as will be describe afterwards.
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Hit global
The chip contains the information of channel occupation or-ed from all channels by signal
called hit global (Fig. 6.8). This feature, together with the signal hit accept (described
afterwards) is new approach in the triggering of the external hardware and allows to avoid
cutting off the first hit interference.
The signal hit global is enabled by 17th local configuration bit (hit global out, table A.3)
for every channel separately and is independent of the sampling clock clk cnt (timing
diagram 6.1). Till the chip version PH32v5, the signal hit global is presented only during
measurement when the signal shutter is in a low state and synchronized by sampling clock.
However, it turned out that the information about the hit occupancy is desirable also before
measuring and afterwards, it can be used for hit activity measurement itself without any




hit global (hit global out=1)
(hit global out=0)
Timing diagram 6.1: Demonstration of the hit global functionality according to 17th local
configuration bit (hit global out, table A.3) in chip version PH32v6.
Shutter wait
The presence of above described feature allows the synchronization of the measurement
startup. This new approach allows to eliminate the chopping off the first hit occurrence
arrive to the digital part for following processing. This feature is useful mainly for the
energy measuring of the first arrive particle, where without this possibility, the energy
would be lowered by certain part according the shutter occurrence. In this context, the
measurement can start only if there is no occupation at all (timing diagram 6.2).
This feature, called shutter wait, can be enabled by 16th local configuration bit (shut-
ter wait, table A.3) for every channel separately. Note that this feature can run properly
only if the hit global feature is enable as well. From timing diagram 6.2 one can see that the
shutter is sampled by negative edge of sampling clock and has phase shift of two sampling
periods as well as signal hit. This is because the signals hit and shutter are asynchronous
to each other and without synchronization the meta-stable state can occur (the necessity
for synchronization will still be discussed). The synchronized signal derived from the signal
shutter is called shutter sync. Also has to be mention, that the signal hit is synchronized
only when the signal shutter sync is in a LOW state. To be complete, one has to know, that
the signal shutter can be also shifted in global part and is derived as the signal shitter int





shutter sync (shutter wait=1)
(shutter wait=0)
Timing diagram 6.2: Demonstration of the shutter wait functionality. Waiting for un-
occupied chip vs. direct shutter according to 16th local configuration bit (shutter wait,
table A.3) in chip version PH32v6.
in Fig. 6.8. Also this shutter shifter functionality is novel approach to the readout chips of
our focus and will be described afterwards.
Immediately after beginning of the measurement with no occupation presented at all
channels, the counter is subtracted by one. Otherwise, we read the initial value 65535
which means, that the system was occupied and successful start-up was halted. The
sub-tractor can not overflow due the control mechanism implemented and therefore the
maximum value of counter (after inverting and subtracted by one due to the correct start-
up information) is 65534. For correct running of asynchronous counter and results see
table 6.3. The configuration of the hit global and shutter wait functionality has no effect
on the subtracting. The concept of the addition of the chip occupation information to the
measured data is another new approach used in radiation measurement technique.
Asynchronous counter Result Description
”1111 1111 1111 1111” -1 The system was occupied and no data was taking.
”1111 1111 1111 1110” 0 The startup was correct, no hit presented.
”1111 1111 1111 1101” 1 The startup was correct, 1 hit presented.
”1111 1111 1111 1100” 2 The startup was correct, 2 hits presented.




”0000 0000 0000 0010” 65532 The startup was correct, 65532 hits presented.
”0000 0000 0000 0001” 65533 The startup was correct, 65533 hits presented.
”0000 0000 0000 0000” 65534 Counter reached maximum value of 65534.
Table 6.3: Running of asynchronous counter and the results of data after inverting and
subtracting by one. The PH32v6 chip.
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Hit accept
The next novel method is the information of the first accepted hit which is or-ed from
all channels in the same way as signal hit global hit global. This feature is called
hit accept (Fig. 6.8). The signal hit accept will change the state from ’0’ to ’1’ if the
first hit arrived to the digital part after successful start-up (the counter tilt the value
to 16’b1111 1111 1111 1101). Afterwards, the signal will be erased by reading the asyn-
chronous counter (timing diagram 6.3). The signal hit accept can be enabled by 18th
local configuration bit (accept out, table A.3) for every channel separately. Note that the
hit accept functionality depends on the shutter wait functionality also and that the signal
is triggered by signal hit which is synchronized by negative edge of sampling clock only





shutter sync (shutter wait=1)
hit accept (hit accept out=1)
shutter sync (shutter wait=0)
hit accept (hit accept out=1)
hit accept (hit accept out=0)
Timing diagram 6.3: Demonstration of hit accept functionality. The signal hit accept is
triggered by signal hit synchronized by negative edge of sampling clock along with shut-
ter sync is in a LOW state. The functionality depends on 18th and 16th local configuration
bits (hit accept out and shutter wait, table A.3). The PH32v6 chip.
Hit trigger
Both signals, the hit global and the hit accept, can be used except the triggering also for
the debugging. This has become particularly useful during the development of the chip.
So that we can use both functions at one output, both signals are merged together into
one signal named hit trigger (Fig. 6.8). The hit trigger can be activated by 117th global
configuration bit (hit trigger en, table A.2) as well as choosing the functionality between
the hit global or the hit accept feature by 118th global configuration bit (hit trigger sel,
table A.2). The exact behavioral of described features is shown in timing diagram 6.4.
Keep in mind that the hit is sampled by sampling frequency with the phase shift of two
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sampling clocks and therefore the signal hit trigger has the same phase shift if the hit accept
feature is selected due to derivation from the synchronized signal. On other hand, if the
hit global feature is selected, there is no phase shift, because the signal hit global is derived






hit trigger (hit trigger sel=0)
hit trigger (hit trigger sel=1)
Timing diagram 6.4: Demonstration of the hit trigger functionality which can be enabled
by 117th global configuration bit and selecting between two operational modes (hit global or
hit accept ) by 118th global configuration bit (hit trigger en and hit trigger sel, table A.3).
The PH32v6 chip.
This novel approach about the triggering itself has two main useful advantages. Firstly,
the information about the first arrival hit is useful for the energy measuring when the
exposition may be immediately stopped followed by data capturing and finished by the
next exposition run. In this sense the energy measurement can be more effective, especially
if a medium with low radiative decay is in use. Secondly, trigger is used for the ToA
measurement, either only by the trigger output or together with the ToT measurement for
the time-walk effect correction eventually. Both approaches with the measurement results
are discussed afterwards (Chapter 8).
Differential driver
To avoid the cross-talk between the analog and the digital part, the signal hit trigger
is driven by the proprietary differential driver which is fully configurable by the global
configuration register (table A.2). The configuration of the differential driver is summarized
in table 6.4. The lvds range (80th – 87th configuration bits) sets the lower (higher) voltage
level of the positive (negative) output approximately in the range from 600 mV to 1.1 V
(Fig. 6.12). Analogously, the lvds rising (72th – 79th configuration bits) sets the rising edge
of differential driver. The basic description of the differential driver is due the fact that it
is not my own contribution and will not be described in more details further.
STSCL periphery
Tha last part related to the digital circuits of the PH32v6 chip belongs to the STSCL
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Bit number functionality Part Default value Description
87:80 lvds range analog 1.8 V 0000 0000
79:72 lvds rising analog 0 V 1111 1111
Table 6.4: The global configuration bits related to the proprietary differential driver set-
tings in the PH32v6 chip.
Figure 6.12: The simula-
tion of the positive out-
put of the proprietary
differential driver accord-
ing the lvds range global
configuration (80th – 87th
configuration bits). The
PH32v6 chip.
periphery. This circuit was developed (it is not my own contribution) from the need to
reduce the cross-talk between the digital and the analogue part during digital activity
while the chip is running in the exposition run. The STSCL circuit contains the 40-bit
synchronous counter which is successfully used for the ToA measurement together with
the measurement of the sampling frequency. This allows to reduce the fluctuation of
the sampling frequency which is a significant source of the error. Secondly, lowering the
sensitivity of Charge Sensitive Amplifier (CSA) to the fluctuation of digital power rails
is also very important. The huge potential for this approach is in the ToA measurement
provided by global STSCL counter in parallel with the ToT energy measurement. This
allow the time-walk effect correction which will be described afterwards (Chapter 8). All
STSCL part can be bypassed by proper setting of 119th global configuration bit (SCL
TIME EN, table A.2).
Configuration
At the beginning of any operation, the chip has to be proper configured. For this purpose,
each channel contains a 24-bit configuration register (table A.3.) for the configuration of
the analog and the digital channel part. Besides this, the chip contains a 144-bit global
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configuration register (table A.2) for the settings of the global chip behavioral as well as the
output peripheries. All configuration registers are connecting all together and act as one
shift register. Therefore, to avoid the configuration bits having an undefined value during
the configuration process, the default values are set while the cnf en input is in active state.
For both the global and the channel part all default values are set to the zero state. For
the future development, it would be more appropriate to latch the previous configuration
bits during the configuration to avoid the changes during and after configuration for the
unchanging bits.
The input and the output data for the global and the channel shift registers are loaded
by data in serving as input and data out as output. The data is loaded on the positive
edge of the signal clk and the active cnf en input. The configuration is described in timing
diagram 6.5. After the configuration, the initialization sequence follows.








data in 23th 22th ... 0th 23th 22th ... 0th 143th142th ... 0th
data out 23th
Timing diagram 6.5: The configuration of the PH32v6 chip.
Initialization
The counting register operates as an asynchronous counter, therefore it has to be initialized
to the high state. Immediately after the chip configuration, the initialization of the counting
registers can start. One channel contains a 16-bit shift register. All 32 channels in series
contain 32 × 16 bits of the shift register, therefore 512 bits have to be initialized to the
high state. Bits from 511th to 0th in timing diagram 6.6 are in the state ’1’. After the
initialization of the last 0th bit, the data out output drives ’1’ and the counting mode can
follow.
Counting mode
The PH32 chip can operate in four operation modes which were already described (ta-
ble 6.2). The one channel can process either the hit occupancy information, the charge
deposited by the arrival particle, or count the particle arrival time. All information is store
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data in 3rd 2nd 1st 0th 511th510th509th ... 0th
data out 23th
Timing diagram 6.6: The counter initialization in the PH32v6 chip.
in the 16-bit asynchronous counter inside the digital part of each channel. The process-
ing of that digital part is triggered by a signal shutter while signal clk is in a high state
(timing diagram 6.7). To prevent the lost of the energy information during the energy
measurement of the first arrival hit, the internal signal shutter sync can wait until there is
no occupation at any channel as was already described above.







data in 3rd 2nd 1st 0th
data out 15th 14th 13th
Timing diagram 6.7: Counting mode in the PH32v6 chip.
A description of the functionality of the signal shutter should be extended at this point
about a shutter shifter feature which brings a novel approach for avoiding the cross-talk
which come from the digital activity at the PCB during the measurement. Exactly, the
source of the cross-talk is in the signal shutter, which affects the CSA input in the analog
part of the channel. To avoid the cross-talk, the programmable delay for the internal
shutter (shutter int) can be applied. The shutter delay is organized by 121th–122th global
configuration bits (shift div) together with the 123th enable bit (shift en, table A.2). The
programmable delay is derived from the clock period of the signal clk cnt which is multiplied
by values {2048, 4096, 8192, 16535} according the configuration bits. The mechanism of
the mentioned crosstalk is described afterwards in following chapter.
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Reading mode
Immediately after the finish of the counting mode, the reading mode follows (timing dia-
gram 6.8). The data from the shift register of all channels is read by the data out output
on the positive edge of the clock signal clk. The PH32v6 chip is SPI compatible.
In the reading mode, the data in input signal has to be in a high state, due to the
initialization of the asynchronous counter to a high state. This process ensures the readiness
of the next measuring period described above.
The first bit presented on the signal data out immediately after the signal shutter has
swapped into a high state (finishing of the counting mode), is the last 15th bit from the
last 31th channel. Then, all the other bits from all channels in the total amount of 32× 16
bits follow. Right after the reading of the 0th bit of the 0th channel, the counting mode
can start again by forcing the signal shutter into a low state.








data out 15th 14th ... 0th 15th 11th ... 0th
Timing diagram 6.8: Reading mode in the PH32v6 chip.
The above discussion is a complete description of the chip itself, which gives us an
overview of the possible use of the PH32 chip when measuring the radiation dose or the
energy of the deposited radiation particles or the arrival time of the flight. The following
chapter discusses the main issues that ASIC designer had to challenged and which led to
many iterations during the chip development.
Chapter 7
Hardware limitations
This section describes the major changes applied into the chips produced during the chip
development period due to certain malfunctions, lower performance in compare with pre-
diction or due to new demands. However there are hardware issues or some limitations
still actual for last produced PH32v7 chip which are described below as well.
7.1 Cross-talk between digital activity of counters
and the CSA output
The first important change came with a revision of the channel counter. Since the PH32v5
chip contains the asynchronous counter that is described in previous sections, the PH32v4






Figure 7.1: 13-bit pseudo counter.
channel are stored in 13-bit shift register which acts as a pseudo-random counter to enable
serial read and write. An exclusive-OR operation is performed between 9th and 12th bit and
the result is sent again as input to the first bit. For the proper functionality of the pseudo-
random counter it has to be initialized to 8191 (”1 1111 1111 1111”). After that pseudo-
counter changes its value pseudo-randomly to maximum value 8000 (”0 1111 1111 1111”)
with positive edge of reference clock. The maximum value represents a overflow which
is controlled by appropriate circuit in every channel separately. In summary the ToT
conversion resolution is 8000. The conversion table is not included in this thesis due to
large amount of values.
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The major issue is cross-talk between digital power rails and a substrate which is
common for analog part also. For that purpose the power rails for analog and digital part
are separated, however this effect is still presented and strongly significant. The CMOS
180 nm technology offered by AMS foundry for MPW used for PH32 chips does not allow
more sophisticated partitioning. The triple-well option is available only for engineering run
but for step-by-step development is not possible to think about it.
The measurement describing the cross-talk between digital activity of the pseudo-
random counters and the output of CSA in analog part is shown in Fig. 7.2. The chip was
(a) clk cnt = 250 MHz (b) clk cnt = 125 MHz
(c) clk cnt = 62.5 MHz (d) clk cnt = 31.25 MHz
Figure 7.2: The cross-talk between digital and analog part. The PH32v4 chip is operated
in HG and energy integration mode with sampling frequency 250 MHz. Channel one rep-
resents the shutter, channel two represents the output of CSA and channel three represents
the injection of charge 18.7 ke- (300 mV). The cross-talk is most significant for not divided
internal clock frequency and is less significant by lowering the frequency by internal divider.
operated in HG and energy integration mode with internal sampling frequency 250 MHz.
The main issue for the recovering of the CSA circuit consists with not-resuming the output
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of the CSA by feedback capacitor. The cross-talk is most significant for not divided internal
clock frequency and is less significant by lowering the frequency by internal divider. One
can observe that second peak of CSA output at sampling frequency 250 MHz (7.2(a)) is not
affected. It is due to internally finished measurement due to overflow control which acted
for high sampling rate. This specific peak of the CSA output is the only one which is not
affected by described cross-talk and can be used as ideal output for comparison purpose.
The pseudo-counter register is great solution mainly of area limited design but its power
consumption is relatively high. If very high integrity is required then the use of pseudo-
random counter is one of the best solution. The lowering of sampling frequency inside
the PH32 chip causes the lowering resolution which lead to worse resolution of energy
spectrum and to less precise measurement of arrival time of particle. The hit-counting
mode is affected by lowering of the clock frequency as well because PH32 chip contains
the synchronization at the input to the digital part to avoid metastable state and can
increase the deadtime. However this functionality seems to be not required as was not
implemented for the PHpix chip (see section 10.2) [A.13] with no internal oscillator and
this chip is working without any observed metastable issues till now.
All these disadvantages have led for replacing the pseudo-random counter by asyn-
chronous counter which can act as shift register as well and was described in detail earlier.
The use of this topology is novel approach for the detector of ionization particle. The
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Figure 7.3: 16-bit asynchronous counter which can react as shift register as well.
The asynchronous counter with 16 registers has been used for first time in the PH32v5
chip what allows to count till maximum value of 65535. That means much greater pos-
sibilities for the PH32v5 chip in compare with its predecessors. The one reason why the
greater counter has been designed was not space limited design also. The asynchronous
counter offers advantage with respect to the power consumption not only because of lower
average consumption but the current peaks are spread out in time also with these solution
in compare with pseudo-counter. The measurement in HG and Energy integral mode with
sampling frequency at 250 MHz by the PH32v5 chip does not indicate the same cross-talk
behavior as the measurement by the PH32v4 chip (Fig.7.2).
The simulation results of the power consumption of the pseudo-random and asyn-
chronous counter are more described in appendix B. From that results one can summarize
that the average power consumption of 13-bit pseudo-random counter for configuration is
140 uW and for hit-counting mode is even slightly higher 170 uW. From the simulation of
the 13-bit asynchronous counter (Note that 16-bit counter is used in the PH32v5 chip and
its followers) is visible that the power consumption is much lower than for pseudo-random
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counter. The average power consumption for configuration is 180 uW which is even higher
in compare with pseudo-counter but for our requirement it is not relevant. For hit-counting
mode the power consumption is 60 uW what is almost one third of the power consumption
of the pseudo-counter. This novel solution solved the issue about cross-talk between digi-
tal activity of channel counter and the output of CSA in the analog part of the chip and
has been proven even for higher sampling frequencies. However, as is described later, the
digital activity of the channel counter still causes other several problems related into the
cross-talk to the analog part as well.
7.2 Cross-talk between daughter board and the ana-
log inputs
The PH32 chip is placed at daughter board PCB to allow communication with the chip and
connect silicon sensor to the chip by wire-bonds (Fig. 4.1, Fig. 4.2, Section 4). Any digital
activity at the daughter board during hit-counting mode (during measurement) may cause
the cross-talk between external activity and the analog part of the chip due to infiltration
of the signal originate from digital signaling to the output of the CSA.
7.2.1 Shutter
The most significant issue is caused by the signal shutter during triggering of measurement.
The hit-counting mode starts on the negative edge of the shutter and finishes on the positive
edge of this signal. The cross-talk between the signal shutter and the output of the CSA
is more important at the beginning of the measurement mainly in Energy of first hit mode
which can lead to detection of fake hit and to wrong evaluation of the hit energy. However
the error is important for other operational modes but this behavior can be predictable
and reflected during the post-processing.
Fig. 7.4 shows the measurement which represents the cross-talk between the signal
shutter and the analog output of CSA. The chip was operated in HG and Energy integration
mode with internal sampling frequency at 250 MHz. The waveform clearly shows the fake
output response which is originated in the signal shutter.
These issues led to development of the novel concept for shutter triggering where the
external digital signal shutter, needed for triggering of measurement, can be shifted in time
and trigger the measurement with appropriate delay internally. The block called Shutter
shifter contains the programmable delay block (Fig. 6.8, Section 6.2.2). The programmable
delay is related to clock period of sampling frequency (the signal clk cnt) which is multi-
plied by values {2048, 4096, 8192, 16535} according configuration bits. The behavior of
programmable delay block and its impact on elimination of the specific cross-talk has been
proven during a number of measurements with the PH32v5 chip and its followers.
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Figure 7.4: The cross-talk between
the signal shutter and the analog out-
put of the CSA. The PH32v4 chip is
operated in HG and energy integra-
tion mode with sampling frequency
at 250 MHz. Channel one represents
the shutter, channel two represents
the output of the CSA and chan-
nel three represents the injection of
charge 18.7 ke- (300 mV).
7.2.2 Trigger
Some measurements of energy spectra or dose rate require the information about hit activ-
ity. This information can be used for triggering of external additional hardware to assist
to the post-processing. However, any digital activity during measurement is very undesir-
able. For this purpose, the proprietary LVDS driver has been developed to drive the signal
hit trigger to avoid the cross-talk between digital activity at the daughter board during
the measurement which caused the same issue related to the output of CSA as the signal
shutter described above. The proprietary differential driver is fully configurable by global
configuration register and is described in more detail in section 6.2.2.3. The trigger output
is especially useful for the ToA measurement which is detaily described in later section 8.3
[A.19].
Besides these two digital communications are several other possibilities for the analog
degradation. One of them is inappropriate possibility to use the PLL driving the internal
clock from an external one or directly an external clock due to strong sensitivity of any
digital signaling during the exposure caused by crosstalk to the CSA input through wire-
bonds, what is described in following sections as well.
7.3 Cross-talk between digital activity and the inter-
nal oscillator
The PH32 chip has report some hardware limitations and issues, which were resolved
during the chip development. However, as usual, the solution of any difficulty leads to
arising of new ones. Searching for any possibility how to improve the resolution and
the stability of the detection system, led me to investigate the stability of the sampling
frequency. The PH32 chip allows two relevant option how to measure the internal oscillator.
One is usage of internal channel counter or global STSCL counter to evaluate the time
of current exposure. There should be one fulfilled condition which is the threshold set
under the baseline of the CSA output. The issue is, that during measurement several
dependencies as shutter uncertainty or quantization error are apply to the result. The
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second way is usage of clk 256 output which provides divided sampling frequency. The
measurement of the sampling frequency by this feature allows to know frequency of the
internal oscillator not distorted by surrounding hardware. However, one has to know
that this measured frequency is average frequency for the period of 256 clocks. As will
be seen at appropriate measurement the internal oscillator is strongly dependent on its
power (Fig. 7.5). Therefore, all measurements belonging to the VCO behaviour are done
with maximum value of VBIAS (1.8 V) which has the lowest frequency derivative to the
oscillator power.
Figure 7.5: Transfer function of
the voltage controlled oscillator at
several process corners.
Fig. 7.6 shows the internal oscillator response on various clock divider and operational
modes measured by PH32v6 chip with maximum frequency at 333 MHz. For all measure-
ments, the injection of charge 1.9 Me- was applied in the time 4 ms after exposure start.
The measurement represents various dependencies to the consequent sampling frequency:
Shutter As was described above, the signal shutter is important source of the cross-talk
to analog part. Presented measurement shows other type of influence - on the voltage
controlled oscillator. It is obvious that the concept with the shutter shifter which allows
to implement internally delayed shutter is important part of the chip.
Hit-counting mode This mode represents the lowest power consumption as the inter-
nal oscillator is used only for synchronization. The cross-talk is stronger for not divided
frequency and is almost invisible for frequency divided by eight.
Time of arrival The ToA mode represents the highest power consumption what is
clearly presented. The counter starts its activity 4 ms after exposure start and counts till
the overflow. The overflow occurs around 200 µs after injection arrives for non divided
sampling frequency. For the frequency divided by two the counter stops its activity after
double time, etc. From the attached waveforms is visible that the strongest cross-talk is
for non divided sampling frequency.
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Static frequency It is obvious that the static power consumption leads to the changing
of the sampling frequency indirectly in proportion.



























Internal oscillator response on various clock divider by clk256 output
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Figure 7.6: The internal oscillator response on various clock divider and operational mode
by clk 256 output.
From these possible dependencies follows that the sampling frequency is related to the
power consumption of the channel counters, to the digital activity of the external signals
and to the injection itself. Last but not least the internal oscillator depends on VCO VBIAS
level as described in follows.
7.4 Cross-talk between digital activity and the global
DACs
The PH32v6 chip contains the DAC OUT output for direct measurement of the DAC
level. The labor around the measurement of the sampling frequency described above, led
to check the VCO BIAS level. I found that the dependencies related to the changing of
the sampling frequency is also related not only to the VCO BIAS level, but also for all
other DAC outputs. The following plots (Fig. 7.7, Fig. 7.8) present the measurement
of the DAC output in the same meaning as the previous measurement of the sampling
frequency. For both measurements, the injection of charge 3.7 Me- was applied 4 ms after
the exposure start in the hit-counting and the ToA mode. Both measurements give the
relatively similar results with one significant difference - the digital power has much longer
transition phenomenon.
For both plots the one point is interesting. Some DAC outputs are connected directly
to the transistor gates inside the channel and some are connected to the input of the
transconductor which is represented by only one gate. From the plots is visible that the
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DAC output which is connected to the more (tens) gates is much more stable than the
output connected only to one gate. From the presented results it is evident that the DAC
outputs have weak driver and even relatively strong capacity coupling is not enough to
eliminate the relatively strong cross-talk.
The most important result from the presented measurements is the shifting of the digital
power (VDDD) in the ToA mode. This shift (20 mV) causes the sampling frequency error
of 2 % and it should be taken into consideration when measuring the energy of deposited
charge or time of arrival.


















DAC_OUT response on injection of charge 3.7 Me−, (13.5 MeV, 600 mV)



























Figure 7.7: DAC OUT response on injection of charge 3.7 Me-, i.e. 13.5 MeV (600 mV)
for the PH32v6 chip operated in the LG and the hit-counting mode.














































Figure 7.8: DAC OUT response on injection of charge 3.7 Me-, i.e. 13.5 MeV (600 mV)
for the PH32v6 chip operated in the LG and the ToA mode.
Chapter 8
Calibration and performance of
detection system
8.1 Threshold tuning
The detection performance is closely related to the analog part of the chip. To obtain rele-
vant data with respect to the noise, linearity, gain, dispersion between individual channels,
etc., the analog part has to be calibrated. First, the threshold of discriminator for every
channel has to be set closely over the noise. This is done by appropriate setting of the
global Threshold DAC (TDAC) for all channels together with the local TDAC for every
channel separately.
As a source of charge one can use a laboratory radiation source of known energy spec-
trum or injection of specific charge from an external injection circuit. For this reason the
chips of the PH32 series contain the inject input with couple of AC coupling capacitors for
both gain modes configured from local configuration as seen in Fig. 6.1.
At this point we encountered a serious issue. Since the chip version PH32v3 has the
sensor connected to the chip with no possibility of electronic disconnection, the strong
crosstalk between two neighboring sensor strips caused by inject signal was observed. More
precisely, the inject signal is going through the input AC coupling capacitor to the CSA
input and also through the sensor AC coupling capacitor to the strip. Thereafter, through
the silicon to the neighbor strips and back through the AC coupling capacitors to the CSA
input of another channel (Fig. 6.1). Actually, this disadvantage can not be eliminated by
successive equalization when the chip tuning is running for every channel separately even.
Besides the much longer equalization time during the step by step equalization, there is
a dispersion results from the leakage of the injection signal to the sensor strip itself and
also to the adjacent strips. Because of this the new feature of electronic disconnection of
the sensor strip came with the chip version PH32v4. This section describes the threshold
tuning provided by the chip version PH32v5, also focusing on the mentioned crosstalk.
Fig. 8.1 shows the threshold scan as a response to 1000 injections of charge 1 Me-,
i.e. 3.6 MeV for PH32v5 chip operated in LG mode, Hit counting mode and connected
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(d) The threshold scan after the equalization. Se-
lected area.
Figure 8.1: Threshold scan shows the response to 1000 injections of charge 1 Me-, i.e.
3.6 MeV for PH32v5 chip operated in LG mode, Hit counting mode and connected (en-
abled) to fully depleted sensor (bias = −150 V, 47 nA). Fig. 8.1(a) shows the response to
injection for the chip operated with default TDAC configuration (µ = 109.38, σ = 6.85,
σ/µ = 6.28 %). Fig. 8.1(b) shows the response to injection for the chip calibrated for a
charge of 1 Me (µ = 106.06, σ = 0.61, σ/µ = 0.57 %). Figures 8.1(c) and 8.1(d) represent
the selected area of interest.
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to fully depleted sensor (bias = −150 V). The threshold scan was made before threshold
equalization with default TDAC values. One can observe relatively high dispersion of the
response to the injected charge (µ = 109.38, σ = 6.85, σ/µ = 6.28 %). The threshold
calibration consists of finding the ideal local TDAC values to minimize the dispersion of
the response to injection charge.
Fig. 8.1(b) shows the same threshold scan as Fig. 8.1(a) but after threshold equalization
where the individual local TDAC values were used for each channel separately. One can
observe that the dispersion of the response to the injected charge is much smaller than for
not calibrated chip with default TDAC values (µ = 106.06, σ = 0.61, σ/µ = 0.57 %).
The LG mode due to its relatively low voltage gain is not as much sensitive as HG mode
which has voltage gain higher by two orders (See Table A.1) and therefore the threshold
scan is not as much different with respect to connected and disconnected sensor as threshold
scan in HG mode.
Fig. 8.2 shows the differences between the threshold scan for HG mode with the PH32v5
chip without the sensor (internally disconnected by local configuration) and with the sensor
connected to the chip and calibrated for a charge of 10 ke-. Threshold scan shows the
response to 1000 injections of charge 10 ke-, i.e. 36 keV. Fig. 8.2(a) shows the response
to injection for the chip with disconnected sensor and with relatively low dispersion (µ =
109.84, σ = 0.67, σ/µ = 0.61 %). In contrast Fig. 8.2(b) shows the same threshold scan
but with sensor connected to the chip where one can observe the higher dispersion (µ =
114.00, σ = 1.64, σ/µ = 1.44 %).
One should know that the described crosstalk was not totally resolved by sensor discon-
necting ability which came with the PH32v4 chip. Even with disconnected channel one can
observe the signal coming to the CSA input during the injection. The signal was observed
by analog out output (Fig. 6.8). Just two possible explanation came: first, the analog
switch not provide sufficient resistivity to block path, or more likely there is another kind
of crosstalk between each individual chip channels during the charge injection. However
this is not as big issue as other observed occurrences. Following section describes the sec-
ond step during the chip equalization. All discussed results are for the sensor disconnected
or disabled from the CSA input.
8.2 CSA output tuning
The second step contains the feedback current tuning to obtain linear output of the CSA
for the wide range of charge. This is done by appropriate setting of the global Feedback
DAC (TDAC) for all channels together with the local FDAC for every channel separately.
The previous section explained distinctions between connected and disconnected sensor
to the CSA input. Is clear that any tuning or equalization processes inside the chip should
be make with the chip separated from outer world. For this reason the PH32v4 chip
contains the analog switch which enable the electric disconnection of the sensor strip from
the CSA input. And therefore, the following presented results regarding to the CSA output
tuning are with disconnected or disabled sensor only.













































































































































(c) The threshold scan after the equalization with-

















































(d) The threshold scan after the equalization with a
connected sensor. Selected area.
Figure 8.2: Comparison between disabled and enabled sensor (fully depleted, bias −150 V,
47 nA) to the PH32v5 chip operated in HG mode, Hit counting mode and calibrated for a
charge of 10 ke-. Threshold scan shows the response to 1000 injections of charge 10 ke-, i.e.
36 keV. Fig. 8.2(a) shows the response to injection for the chip with disconnected sensor
(µ = 109.84, σ = 0.67, σ/µ = 0.61 %). Fig. 8.2(b) shows the response to injection for
the chip with connected sensor (µ = 114.00, σ = 1.64, σ/µ = 1.44 %). Figures 8.2(c) and
8.2(d) represent the selected area of interest.
A relevant evaluation of the equalization is provided by ToT measurement. Fig. 8.3
demonstrates the ToT measurements as a result of 1000 injections of the charge 30 ke- to
all channels at the same time. The PH32v4 chip with disabled sensor was operated in HG
mode and the sum of the ToT values from all channels are for the chip calibrated at 30 ke-.
Firstly, by threshold tuning only and secondly, by threshold and feedback calibration. Is
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clearly visible that the channel dispersion causes the significant error and therefore the
feedback current calibration is necessary for appropriate energy measurement also.
Figure 8.3: The ToT response to 1000 injec-
tions of the charge 30 ke- in HG mode. The
PH32v4 chip was calibrated at the same in-
jected charge. Each individual mean value
of the ToT represents the sum of the signals
from all channels. Shown results are for the
chip calibrated to the discriminator threshold
and to the threshold together with the feed-
back current tuning. The channel dispersion
causes the significant error and therefore the
feedback current calibration is necessary for
the energy measurement. 130 135 140 145 150 155 160 165 170














PH32v4, ToT, all channels,
HG, 1000 samples, calibration @ 30 ke−
TDAC
TDAC+FDAC
All following graphs in this section are for the chip already calibrated to the threshold
and the feedback current.
Fig. 8.4 represents the comparison between disconnected sensor (PH32v3, [A.9]) and
connected but disabled fully depleted sensor (PH32v4, [A.10]) for the chips operated in
HG and LG modes and First hit energy mode. Is clearly visible that the resolution for HG
mode is much lower with the newer version of the chip with connected but disabled sensor.
As was described in previous section, the switch for disconnecting the sensor from the chip
is not totally separating the sensor connectivity to the CSA input. Other problem arose,
as the minimum discriminator threshold can not be reduced under the noise, and therefore
the charge is not applied under 7 ke- for the PH32v4 in HG mode. This disadvantage
was removed by newer PH32v5 chip version. Besides those attributes the newer PH32v4
chip demonstrates the higher linearity for both operational modes as well as the higher
resolution, specially for LG mode. This applies also for HG mode but this demonstration
is the comparison between disconnected and disabled sensor and therefore the results have
to be taken relatively.
The description of the ToT measurement would not be completed without the demon-
stration of the performance belonged to the last measured version of the chip PH32v6
[A.19]. Fig. 8.5 represents the ToT response to 1000 injections of charge varying from 3.1 ke-
to 37.5 ke- (HG) and from 310 ke- to 3.75 Me- (LG) for the PH32v6 chip. From the stated
results is evident that the last measured version of the chip has significantly more linear
and higher precision results compared to its predecessors. This is done mainly due to the
improvement of the analog part and the reduction of the digital crosstalk implemented into
the chip version PH32v5. All significant differences between the chip versions are described
above (section 6.2, table 6.1). Besides all mentioned improvements, the significant noise
lowering from ≈2.2 ke- (PH32v3) and ≈5.8 ke- (PH32v4) to ≈970 e- is presented also.
At this point should be mentioned once again that the thesis is focused on the perfor-
mance of the chip PH32 and one should be conscious that all presented results are very
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Figure 8.4: Comparison between disconnected sensor (PH32v3, [A.9]) and connected but
disabled fully depleted sensor (PH32v4, [A.10]) for the chips operated in HG and LG
modes and First hit energy mode. Fig. 8.4(a) shows the response to 1000 injections of
charge varying from 2.5 ke- (PH32v3) and 7 ke- (PH32v4) to 40 ke- for the chip calibrated
for a charge of 14 ke- (PH32v3) and 16 ke- (PH32v4) in HG mode. Fig. 8.4(b) shows
the response to 1000 injections of charge varying from 0.35 Me- (PH32v3) and 0.2 Me-
(PH32v4) to 5 Me- for the chip calibrated for a charge of 5 Me- (PH32v3) and 3 Me-
(PH32v4) in LG mode. Each individual mean value of ToT represents the sum of signals
from all channels.
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Figure 8.5: ToT response to 1000 injections
of charge varying from 3.1 ke- to 37.5 ke-
(HG) and from 310 ke- to 3.75 Me- (LG). The
PH32v6 chip was calibrated at two different
injection charge. Each individual mean value
of ToT represents the sum of signals from all
channels. The PH32v6 reports significantly
more linear and higher precision results com-
pared to its predecessor. Besides, significant
noise lowering from ≈2.2 ke- (PH32v3) and
≈5.8 ke- (PH32v4) to ≈970 e- is presented
also.
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tightly connected to total detection system. Therefore the family of the PH32 chips should
be at least the subject to evaluation also with other types of the sensor (lower capacitance,
higher detection performance for lower energies, etc.).
8.3 Time of Arrival mode
The above described calibrations were done in First hit energy mode by Time–over–
threshold (ToT) method. To fully understand the performance of the PH32 chip, one
has to be familiarized with the Time–of–Arrival (ToA) and Time–of–Flight (ToF) mode
which is measured by last operational mode called Time of arrival of the first hit (sec-
tion 6.2.2.2, table 6.2). This functionality allows use the chip for particle tracking or
ion mass spectroscopy measured by individual channel, trigger output and global STSCL
counter. These functional approaches are detaily described in section 6.2.2.
The aim of discussion in this part is fully understand detection performance of the
PH32 chip not only in ToA (ToF). The following presented results (refer in [A.19]) are
greatly important for other operation modes as well and present an addition to hardware
limitations which are already described above in section 7.
Fig. 8.6 shows the measurement setup dedicated to examine the ToA and the ToF
functionality. There are two approaches for testing. First, the ToA is measured by charge
injection, to examine the chip functionality only. For this purpose sensor is disabled as well
as no light emitter is needed. Second, the ToF is measured by laser diode, to demonstrate
the ability of realistic time–of–flight measurement.
Figure 8.6: The measurement
setup to examine the ToA func-
tionality by charge injection and
























For both methods, the time information is derived from an adjustable internal voltage
controlled oscillator which can be set in the range from tens to hundreds of MHz. A time-
stamp is stored in a 16-bit asynchronous counter for every channel separately, which can
be read as a shift register from all channels after exposition. The internal oscillator is a
significant source of the dispersion between hit occurrences as it varies in time mainly due
to the crosstalk caused by digital activity of the channel counter and the shutter toggling.
Since the chip version PH32v5, the chip contains also a 40-bit synchronous counter designed
in STSCL which can be used for the time measurement triggered by an internal trigger
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derived from all channels. This method of the time measurement can be efficient only for
low dose rate, because only the first hit from all channels is detected. However, the chip
using this functionality can operate in Energy measuring mode instead of Time of arrival
mode and the time-walk effect may be corrected. The following sections present correlation
between the time functionality measured by all channels with the channel counter, by
one 40-bit synchronous counter and the energy measurement for every channel separately.
The internal trigger used for triggering of STSCL logic is also propagated to the output
for triggering the external hardware (The triggering is described in section 6.2.2.3). The
output is realized as proprietary differential signaling to avoid crosstalk between the digital
output at PCB and the wire-bonding between the sensor and the chip. Therefore, the next
sections also compares the time measurement results provided by the individual channel
counter with the trigger output.
8.3.1 Time of arrival by charge injection
Before any measurement, the equalization of the chip has to be performed to obtain relevant
data with respect to the noise, linearity, gain, etc and therefore the calibration of the chip
should be done in the same meaning as was described above. The measurements presented
in this section are focused on the channel response to the injected charge including channel
dispersion and the time-walk effect measured with variety of the injected charge. All
measurements were done with the sensor connected to the chip, but disabled by local
channel configuration in the same meaning as during the equalization process.
8.3.1.1 16-bit asynchronous counter
Fig. 8.7 represents the ToA measurement for already calibrated chip as a response to 1000
injections of charge varying from 3.1 ke- to 37.5 ke- (HG) and from 310 ke- to 3.75 Me- (LG).
This measurement shows the expected time-walk effect for both operational modes. The
overall ToA resolution (σ/µ) is 0.2% for HG mode and 0.18% for LG mode and includes
the time-walk effect, the channel dispersion, the fluctuation of sampling frequency and the
shutter time uncertainty.
As was described above in section related to the hardware limitations (section 7), the
fluctuation of sampling frequency is significant source of the error. To minimize the fre-
quency influence, the biasing of the internal oscillator should be set to maximum value (sec-
tion 7.3). Therefore, all ToA and ToF measurements were done with maximum frequency
at around 333 Mhz. Fig. 8.8 demonstrates specifically the fluctuation of the sampling fre-
quency during eight consecutive frames. One can observe that the error for one frame is
caused mainly by quantization error only. However, the error for more consecutive frames
is caused mainly by frequency fluctuation. In absolute terms the sigma for one frame is
around 1, whereas for eight consecutive frames is around 7 (0.4%).
We can state that longer exposition time leads to the more precision results due to av-
eraging the sampling frequency. The following table 8.1 demonstrates the higher resolution
for longer exposition time. These results were made by ToA measurements for two different
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Figure 8.7: ToA response to
1000 injections of charge varying
from 3.1 ke- to 37.5 ke- (HG) and
from 310 ke- to 3.75 Me- (LG).
The chip was calibrated at two dif-
ferent injection charge. Each indi-
vidual mean value of ToA repre-
sents the sum of signals from all
channels.
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Mean (µ) ToA, all channels, 8 frames separately, LG
 injection charge 624 ke −  (2.25MeV), exposition time 19 us
# 1, σ 0.9
# 2, σ 0.9
# 3, σ 0.9
# 4, σ 0.8
# 5, σ 0.9
# 6, σ 1.1
# 7, σ 0.9
# 8, σ 0.9
Figure 8.8: The fluctuation of the sampling frequency during eight consecutive frames in
the ToA measurement. The error for one frame is caused mainly by quantization error
only, but the error for more consecutive frames is caused mainly by frequency fluctuation.
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exposure times by injected charge of 624 ke- in LG mode and for the chip calibrated at the
same injection charge.
Exposure time [us] Mean (µ) Sigma (σ) Resolution [%]
19 6379 11 0.18
190 62490 52 0.08
Table 8.1: The ToA measurements for various exposition times. Injected charge of 624 ke-
was applied for the chip calibrated at the same injection charge and operated in LG mode.
The mean and sigma values of ToA represent the sum of signals from all channels during
1000 exposures.
From these results is clear that internal oscillator causes the significant error and is
the task for future chip development. The issue is even more important for the ToT
measurement, where one can not apply the averaging the sampling frequency by prolonging
the exposition time. The measurement related to this issue is also demonstrates in following
plot.
Figure 8.9 represents the ToA measurement as a response to 1000 injections for various
exposition time after inject arrival. One injection charge per both operation mode was
chosen and as a result is linear response for all exposition times in a wide range for both
operation modes. The precision is increasing by prolonging of the counting time due to
averaging the sampling frequency which is the significant source of the error.
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PH32v6, ToA, all channels, inject 18.7 ke −  (HG) 1.9 Me −  (LG),
1000 samples, calibration @ 12.5 ke− (HG), 1.25 Me− (LG),
Mean (µ), Dispersion (σ× 100), Resolution (σ/µ) [%]
µ, σ× 100 - HG




















Figure 8.9: ToA response to 1000
injections for various exposition
time after inject arrival. The in-
jection charge is 18.7 ke- (HG) and
1.9 Me- (LG) and the chip was
calibrated at 12.5 ke- (HG) and
1.25 Me- (LG). Be aware that the
ToA values for HG and LG mode
are lay over each other.
It is clear that the sampling frequency causes several problems. This issues comes from
the cross-talk to the power of the VCO itself. One could object, why not to use external
source of the sampling frequency or the PLL itself. The possibility to use the PLL driving
the internal clock from an external one or directly an external clock is inappropriate due
to strong sensitivity of any digital signaling during the exposure caused by crosstalk to the
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CSA input through wire-bonds. In this state, usage of the internal oscillator seems to be
adequate option.
8.3.1.2 Trigger driver
Figure 8.10 demonstrates the trigger functionality (described in section 6.2.2.3) which has
two main useful advantages. Firstly, the information about the first arrival hit is useful
for energy measuring when the exposition may be immediately stopped followed by data
capturing and finished by the next exposition run. In this sense the energy measurement
can be more effective, especially if a medium with low radiative decay is in use. Secondly,
trigger is used for the ToA measurement, either only by the trigger output or together with
the ToT measurement for the time-walk effect correction eventually. The plots represent
a response to 10 injections of charge varying from 3.1 ke- to 37.5 ke- for HG mode and
from 310 ke- to 3.75 Me- for LG mode. The dispersion is relatively low for both operation
modes. Be aware that for the presentation purpose the dispersion is multiplied by 106 with
an overall resolution (σ/µ) of time measurement for HG mode 0.024 % and for LG mode
0.026 %. The overall resolution includes clearly visible time-walk effect, the fluctuation
of the sampling frequency and the shutter time uncertainty. The channel dispersion is
excluded because only one channel was enabled during this measurement.
Figure 8.10: The trigger output
response to 10 injections of charge
varying from 3.1 ke- to 37.5 ke-
(HG) and from 310 ke- to 3.75 Me-
(LG) injected to the one channel.
The mean value (µ) represents the
time between exposure start and
the trigger driver response mea-
sured by oscilloscope.











PH32v6, Trigger, 10 samples, channel 7,
calibration @ 12.5 ke− (HG), 1.25 Me− (LG),
Mean (µ), Dispersion (σ× 10E6), Resolution (σ/µ) [%]
µ, σ× 10E6 - HG
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8.3.1.3 40-bit synchronous counter
Figure 8.11 demonstrates the ToA measurement provided by the 40-bit synchronous global
STSCL counter in parallel with the ToT energy measurement (Fig. 8.12) with only one
allowed channel. The aim of using the global ToA counter in STSCL technology is the
reduction of the crosstalk between digital and analog part during digital activity while the
chip is running in the exposition run. This allows to reduce the fluctuation of the sampling
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frequency which is a significant source of the error. Secondly, lowering the sensitivity
of Charge Sensitive Amplifier (CSA) to the fluctuation of digital power rails is also very
important. The dispersion of the ToA measurement is relatively low, however it is about
ten times higher than dispersion of the ToA measurement provided by the trigger output.
In this sense the usage of the trigger output is more convenient. However, the trigger output
needs additional processing by the external hardware while the global ToA counter provides
final time-of-arrival information. Last but not least, the global counter may be reliably used
also for determining the sampling frequency which is needed for accurate specifying of the
time arrival. The sampling frequency can be measured also by digital output (used internal
divider) simultaneously during the measurement, however this method causes the source
of the crosstalk between PCB and wire-bonds connecting the chip with the silicon sensor.
The overall resolution (σ/µ) of time measurement by the global ToA counter is around
0.11 % for both operational modes and includes the time-walk effect, the fluctuation of the
sampling frequency and the shutter time uncertainty. The channel dispersion is excluded
in the same sense as for the trigger measurement above.




























PH32v6, ToA by global counter, channel 23,
1000 samples, calibration @ 18.7 ke− (HG), 1.87 ke− (LG),
Mean (µ), Dispersion (σ), Resolution (σ/µ) [%]
µ, σ - HG
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Figure 8.11: ToA response (mea-
sured by global ToA counter) to
1000 injections of charge varying
from 3.1 ke- to 37.5 ke- (HG)
and from 310 ke- to 3.75 Me-
(LG). The chip was calibrated for
a charge of 18.7 ke-, i.e. 67.3 keV
(HG) and 1.87 Me-, i.e. 6.7 MeV
(LG). Each individual mean value
of ToA represents the sum of sig-
nals for global counter. The shut-
ter time is 100 µs and delay time
for inject arrive is 80 µs.
The ToT measurement provided together with the ToA measurement may be used for
correction of clearly visible time-walk effect. However, the dispersion of the ToT measure-
ment has to be taken in account. One can also observe that the ToT measurement with
only one channel provides two times better resolution than the ToT measurement by all
channels. It means that the channel dispersion contributes to the half of the overall ToT
dispersion measured by all channels.
8.3.2 Time of flight by laser diode
The possibility of the ToF functionality is determined by the measurement with proprietary
laser equipment placed to the readout chain according Fig. 8.6. The measurement setup
consists of a proprietary laser device itself with characteristics described in table 8.2. The
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Figure 8.12: ToT response to
1000 injections of charge varying
from 3.1 ke- to 37.5 ke- (HG)
and from 310 ke- to 3.75 Me-
(LG). The chip was calibrated for
a charge of 18.7 ke-, i.e. 67.3 keV
(HG) and 1.87 Me-, i.e. 6.7 MeV
(LG). Each individual mean value
of ToT represents the sum of sig-
nals for channel 23 only. The shut-
ter time is 100 µs and delay time
for inject arrive is 80 µs.
































PH32v6, ToT, channel 23,
1000 samples, calibration @ 18.7 ke− (HG), 1.87 Me− (LG),
Mean (µ), Dispersion (σ× 10), Resolution (σ/µ) [%]
µ, σ× 10 - HG
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laser diode is emitting a wavelength of 1060 nm at 1 mW which is in the close infra-red.
The diode is triggered by a programmable wave generator and emitted light travels through
the fiber collimator directly to the silicon strip sensor. The trigger of the laser diode is
derived and delayed from the shutter signal used for determining of an exposition window.
The data from the PH32v6 chip is captured by SURE (Simple USB Readout Equipment)
readout card. The SURE allows configuration as well as transmission of the measured data
from the chip via the USB interface to the computer with pyMeaSURE software (written
in python scripts). All following measurements were done with the sensor enabled by local
channel configuration with sensor bias set to -150 V.
Table 8.2: Laser characteristics.
Center wavelength 1060 [nm]
Maximum power 1 [mW]
Forward current @ 1 mW 33.4 [mA]
Threshold current 16 [mA]
Transconductance [GM] 15.74 [mA/V]
Level of emission for aperture of 7 mm 26 [W/m2]
8.3.2.1 Various exposition times
Figure 8.13 represents the ToF measurement provided by the 16-bit channel counter done
in parallel with the ToF measurement provided by the 40-bit global counter presented in
figure 8.14.
The measurements demonstrate the linearity of the response for various delay time
between the shutter and the laser pulse. The each individual ToA mean value represents
the sum of signals from the channel or the global ToA counter caused by 1000 emissions of
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ToF by PH32v6 with channel ToA counter, 1000 samples,
channel 23, laser pulse 0.81mW (HG) 0.87mW (LG) 2 us, exposition 200 us,
Mean (µ), Dispersion (σ× 100), Resolution (σ/µ) [%]
µ, σ - HG
















σ/µ× 100 - HG
σ/µ× 100 - LG
Figure 8.13: ToF measurement
provided by one channel counter
with various delay time between
the shutter and the laser pulse.
The linearity is common for both
operational modes (HG and LG),
together with comparable preci-
sion. ToA values response to 1000
emissions of light with laser power
of 0.81 mW (HG) and 0.87 mW
(LG). The chip was calibrated for
a charge of 18.7 ke-, i.e. 67.3 keV
(HG) and 1.87 Me-, i.e. 6.7 MeV
(LG).
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ToF by PH32v6 with global ToA counter, 1000 samples,
channel 23, laser pulse 0.81mW (HG) 0.87mW (LG) 2 us, exposition 200 us,
Mean (µ), Dispersion (σ× 100), Resolution (σ/µ) [%]
µ, σ - HG

















σ/µ× 100 - HG
σ/µ× 100 - LG
Figure 8.14: ToF measurement
provided by global ToA counter
with various delay time between
the shutter and the laser pulse.
The linearity is common for both
operational modes (HG and LG),
together with comparable preci-
sion. ToA values response to 1000
emissions of light with laser power
of 0.81 mW (HG) and 0.87 mW
(LG). The chip was calibrated for
a charge of 18.7 ke-, i.e. 67.3 keV
(HG) and 1.87 Me-, i.e. 6.7 MeV
(LG).
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light with laser power of 0.81 mW (HG) and 0.87 mW (LG). The linearity is common for
both operation modes (HG and LG) with comparable precision. Both measurements also
demonstrate the inverse ToA functionality of the channel and the global counter because
the channel counter measures the time between the hit arrival and the end of the exposition
and the global counter measures the time between the start of exposition and the hit arrival.
One can observe that the precision is higher for the longer counting time (higher ToA value)
for both counters. It is caused by averaging of the sample frequency that fluctuates in time.
In this sense longer exposition time is required to obtain more precision results. It is also
important to say that the precision for both possibilities of counters is comparable in this
context.
8.3.2.2 Various laser power
Fig. 8.15 and Fig. 8.16 represent the ToF measurement with the static exposition time but
with the various laser power varying from 0.09 mW to 0.93 mW for both operation modes.
Figure 8.15: ToF measurement
provided by one channel counter
with various laser power vary-
ing from 0.09 mW to 0.93 mW
for HG operation mode and from
0.45 mW to 0.93 mW for LG
mode. The time-walk is visi-
ble for both operational modes.
The HG mode provides more pre-
cise results and allows to measure
lower energies. The chip was cali-
brated for a charge of 18.7 ke-, i.e.
67.3 keV (HG) and 1.87 Me-, i.e.






























ToF by PH32v6 with channel ToA counter, 1000 samples,
channel 23, laser width 500 ns, delay 80 us, exposition 100 us,
Mean (µ), Dispersion (σ), Resolution (σ/µ) [%]
µ, σ - HG

















The measurement was done in the same conditions as previous one with the channel
(Fig. 8.15) and the global ToA counter (Fig. 8.16) in parallel. The each individual ToA
mean value represents the sum of signals from the channel or the global ToA counter caused
by 1000 emissions of light for every laser power. The predicted time-walk effect is clearly
visible for both operation modes (HG and LG) and for both possibilities of counters. There
should be correlation because the signals that are triggering these counters are derived from
the same source of the CSA output. One can observe that the HG mode provides more
precise results in all range of the laser power and is more sensitive to the lower energies
than LG mode where the energy was under the threshold of discriminator.
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ToF by PH32v6 with global ToA counter, 1000 samples,
channel 23, laser width 2 us, delay 80 us, exposition 100 us,
Mean (µ), Dispersion (σ), Resolution (σ/µ) [%]
µ, σ - HG



















Figure 8.16: ToF measurement
provided by global ToA counter
with various laser power vary-
ing from 0.09 mW to 0.93 mW
for HG operation mode and from
0.45 mW to 0.93 mW for LG
mode. The time-walk is visi-
ble for both operational modes.
The HG mode provides more pre-
cise results and allows to measure
lower energies. The chip was cali-
brated for a charge of 18.7 ke-, i.e.
67.3 keV (HG) and 1.87 Me-, i.e.
6.7 MeV (LG).
8.3.2.3 Time-walk effect correction
Following example demonstrates one possibility of the time-walk effect correction which
may be done by simultaneously measurement of ToF provided by the 40-bit synchronous
global STSCL counter in parallel with the ToT energy measurement. The input data are
shown in Fig. 8.17 for measurement with only one allowed channel. The measurement is
running in LG mode with the laser power varying from 0.57 mW to 0.93 mW. One can
observe that the dispersion is much higher than the dispersion measured by the injected
charge from measurements in Fig. 8.12 and Fig. 8.11. There are several reasons beside
slightly different range of the injected energies. Instead of the injected charge the laser diode
for light emitting is used and this contributes to several sources of additional errors. Besides
the synchronization uncertainty between the shutter and the laser triggering provided by
a wave generator there is the most important source of the error incoming from the silicon
strip sensor. The strip has relatively high capacitance which come from the requirement
of the dose rate measurement what is the main purpose of the sensor use. Also due to AC
coupling the strip contains the metal layer almost over all the strip area what makes the
strip not fully open for light emission. This property is significant for determination of an
ion penetration to a depleted layer of the sensor for the energy deposition. However, this
article is focused on the PH32 chip which can be connected by wire-bonds to the different
kinds of the sensor.
Fig. 8.17 represents the mean and the dispersion as sum of the 1000 samples for each
laser power during the ToT and the ToF measurement at the same time. In contrast to
that, Fig. 8.18 represents the mean and the dispersion of the ToF value which comes from
the global ToA counter as sum of all samples belonged to each individual ToT value which
comes from the channel counter (In the plot labeled as ’ToA - uncorrected’). From these
data the mean value was obtained (In the plot labeled as ’ToA - total mean’). To obtain an
interpolation for uncorrected ToA data the cubic spline interpolation (third order) provided
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Figure 8.17: Measurement of ToT
by one channel counter together
with ToF by global ToA counter
at the same time with various
laser power in LG mode. The
mean and the dispersion values
represent the sum of the 1000 sam-
ples for each laser power. The
chip was calibrated for a charge
of 1.87 Me-, i.e. 6.7 MeV and op-
erated in LG mode. The measure-
ment represents the input data for






























PH32v6, ToT and ToF with global ToA counter, LG, channel 23
laser width 2us, delay 80 us, 1000 samples, exposition 100 us
Mean (µ), Dispersion (σ), calibration @ 1.87 Me−
































µ, σ - ToT
by scipy python package was used (In the plot labeled as ’ToA - interpolation’). Since the
interpolation function of the ToA values is known one can calculate corrected data for
every ToA value in respect to the total mean of ToA values (In the plot labeled as ’ToA
- corrected’). The dispersion is getting higher with lowering the deposited energy what is
caused mainly by the sensor performance which was already mentioned. This approach
demonstrates one possibility to correct the time-walk effect by measuring the energy of the
particle at the same time with the ToF measurement.
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ToF by PH32v6 with global ToA counter according ToT,
LG, channel 23, laser width 2us, delay 80 us, exposition 100 us,
Mean (µ) for every ToT, calibration @ 1.87 Me−, 7000 samples
ToA - interpolation
ToA - total mean
ToA - uncorrected
ToA - corrected
Figure 8.18: The mean and the dispersion values of ToA represent the sum of all samples
(derived from Fig. 8.17) belonged to the each individual ToT value. Spline interpolation is
calculated to obtain time-walk correction data and followed by the corrected mean values
of ToA through all ToT energies.
Chapter 9
Ionizing radiation measurements
9.1 Measurement of energy spectra
The energy spectra measured and described in this section were provided by two versions
of the chips, namely PH32v4 and PH32v6. Some of them represents the same spectrum
measured during different conditions by different chips for comparison purposes. The more
precise results of energy spectra are provided by newer version of the chip PH32v6 which has
some improvements against its predecessor. Beside electronic disconnection of the sensor
during the calibration process which was not possible by the chip version PH32v3 (the cip
PH32v4 contains this feature), the chip PH32v6 provides in addition these improvements
important for the measurement of the energy spectra:
• asynchronous counter - to avoid crosstalk between digital power rails and CSA
• delay shutter - to eliminate crosstalk between signal shutter and analog input
• revision of CSA parameters - linearizing the output, lower input noise
The list of improvements features is not listed completely. More about chip versions
and its main differences is described in section 6.2.
Has to be mention that the precision of measurements is affected not only by readout
chips but also by not-same measurement setups and conditions during measurement and
by improving the calibration method as well.
One has to realize other important point that all measurements were made in the air
conditions what is significant factor mainly for measuring of alpha spectra or any ions. The
specific energy loss and range of heavy ions discussed in section 5.1.2 are very depending
on the penetrating environment. Even few millimeters of the air caused significant energy
loss. During measurements discussed in this work the radioactive sources are placed very
near the sensor but not enough to avoid energy loss. For the spectra measurement the
silicon strip sensor with 32 identical strips (more described in section 6.1) were used and
the dimensions 8×18 mm2 are causing really relevant point in discussion about accuracy
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of results. The measuring done in the vacuum would provide results closer to the reference
one but was not made till now.
Last but not least the relatively high capacitance 4 pF per channel is also important
point. The sensor with smaller channel area and lower capacitance would significantly
increase accuracy of the measurements of energy spectra. However, other issues would
arise as charge sharing or necessity to have long exposition time.
9.1.1 The PH32 chip operated in HG mode
Fig. 9.1 shows energy spectrum of 241Am measured in the HG mode mode for gamma rays
by PH32v4 (9.1(a)) and PH32v6 (9.1(b)) chip. The curves represent the sum of data from
all 32 channels.
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241Am, ToT gamma spectrum, PH32v4, HG,
calibration @ 16 ke− (60 keV)
(a) PH32v4
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241Am, ToT gamma spectrum, PH32v6, HG,
calibration @ 200mV (12.5 ke−, 45 keV)
241Am
Noise × 10
(b) PH32v6 - 10n
Figure 9.1: The energetic spectrum of the 241Am measured by the PH32 chips with the
silicon sensor in the air. The chip was operated in HG mode for measurement of the
energy spectrum of gamma rays. PH32v4 was calibrated for the charge of 16 ke-, i.e.
60 keV (9.1(a)) and PH32v6 for the charge of 12.5 ke-, i.e. 45 keV (9.1(b)). Two 100 µm
slim aluminium foils were used to cover the sensor to avoid α particles produced by 241Am
penetrating to the surface of the sensor. The low noise plotted in 9.1(b) is for comparison
purposes only.
Laboratory 241Am source is positioned in front of the sensor to its central part with
appropriate gap between them. Bias voltage was applied to deplete the sensor and adequate
exposure time for one readout period was set. The chip is operated in first hit energy mode
6.2.2.2, therefore each channel collects deposited charge caused by the first arrived particle
only during the given exposure time window. After previous data collection the next
exposed frame can start. This process was repeated reasonable times to collect data for
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overall exposure time. The main measurement conditions are summarized in the following
table 9.1:
Measurement conditions PH32v4 PH32v6
Bias voltage −100 V −150 V
Gap between source and sensor 6 mm 1 mm
Exposure time for one readout period 100 ms 100 ms
Overall exposure time 1000 s 10 min
Threshold of discriminator VDISC 550 mV 630 mV
Inject during calibration 250 mV 200 mV
Table 9.1: Measurement of energy spectra in HG mode - measurement conditions.
To collect the energy belonging only to the soft photons the sensor has to be covered
by the aluminium foil to avoid the penetration of the alpha particles from the source
241Am. For that purpose two 100 µm slim aluminium foils were used to cover the sensor.
The energy of the soft particle is mostly collected into one sensor strip and therefore the
detection module with the PH32 chip can easily calculate deposited energy directly from
registered data and no additional processing is needed.
For comparison, noise measurements without a radioactive source were made with the
same measurement conditions (9.1(b)). It is visible that the noise is minimum and mea-
sured spectrum of 241Am was not affected by it.
For a more comprehensive view gamma spectrum of uranium ore and spectrum of X-
ray tube with wolfram target is presented in Fig. 9.2. The both measurement were made
by the PH32v4 chip with the silicon sensor in the air in HG mode and calibrated for the
charge of 30 ke-.
9.1.2 The PH32 chip operated in LG mode
The same concept of the measurement of the deposited energy as in section 9.1.1 is valid for
heavy particles but in the LG mode mode only. For the HG mode mode and the collection
of the high energy particles the charge from adjacent strips has to be considered.
Fig. 9.3 represents the energy spectra of 241Am and 239Pu for the chip operated in
LG mode mode and calibrated for the charge of 1.5 Me- which is well suited for the
measurements of the charge deposition by heavy α particles. The measurement was running
in the same or slightly different conditions except the aluminium foils where the sensor is
fully open for exposition. The main differences of measurement conditions are summarized
in table 9.2. From the plot one can clearly recognize two neighboring energies from two
different radiation sources. The curves represent the sum of data from all 32 channels.
All energy spectra measurements presented in this section are done with the silicon
sensor with 32 identical strips. The exception is the energy spectra measurement shown in
Fig. 9.4 which is mentioned due to integrity of the results. The energy spectra of 241Am
and 239Pu is measured by the PH32v5 chip with the silicon sensor which contains 10 wide
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ToT spectrum of uranium ore, PH32v4, HGM
 calibration @ 30 ke− (108 keV)
(a) Uranium ore
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X-ray ToT spectrum (27 kVp, 100 µA)
PH32v4, HGM, calibration @ 30 ke− (108 keV)
(b) X-ray
Figure 9.2: The gamma spectrum of uranium ore (9.2(a)) and spectrum of X-ray wolfram
tube (9.2(b)) measured by the PH32v4 chip with the silicon sensor in the air. The chip
was operated in HG mode and calibrated for the charge of 30 ke-, i.e. 108 keV.
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241Am, 239Pu, ToT alpha spectrum, PH32v4, LG,
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241Am, 239Pu, ToT alpha spectrum, PH32v6, LG,
calibration @ 200mV (1.25 Me−, 4.5 MeV)
241Am
239Pu
(b) PH32v6 - 10n
Figure 9.3: The energy spectra of 241Am and 239Pu measured by the PH32 chips with the
silicon sensor of 32 strips in the air. The chips were operated in LG mode for measurement
of the energy spectrum of alpha particles. PH32v4 was calibrated for the charge of 1.5 Me-,
i.e. 5.5 MeV (9.3(a)) and PH32v6 for the charge of 1.25 Me-, i.e. 4.5 MeV (9.3(b)). The
sensor is fully open for exposition.
strips and 6 narrow strips (see section 6.1). The main purpose of this architecture of the
sensor is for the dose rate measurement described in the following section. The stated
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Figure 9.4: The energy spectra of 241Am and
239Pu measured by the PH32v5 chip with the
silicon sensor with just one allowed narrow
strip in the air. The chip was calibrated for
the charge of 1.5 Me-, i.e. 5.5 MeV. Lower
FWHM in compare to measurements done
by PH32v4 and PH32v6 is due to just one























241Am, 239Pu, ToT alpha spectrum, PH32v5, LG,
ch 16, calibration @ 200mV (1.25 Me−, 4.5 MeV)
241Am
239Pu
results demonstrate the ability of the energy spectra measurement by only one allowed
channel. The narrow strip is used and the energy spectra precision is much higher in
compare to the previous measurements provided by the chip PH32v4 or PH32v6 where
the spectra were measured by all sensor strips. Saying more precisely the FWHM value is
around half (exact values are shown in the appropriate figures). However, the measurement
done with all allowed sensor strips provides the worst results with the FWHM values:
0.58 MeV for 241Am and 0.74 MeV for 239Pu. It is due to different strip geometry mainly
which causes besides the different strip capacitance also more complicated equalization
and post-processing methods. This disability is, on the contrary, an advantage for the dose
rate measurement which allows the measurement of wide range of radiation dose due to
different sensitive strip area.
Measurement conditions PH32v4 PH32v6
Bias voltage −100 V −150 V
Gap between source and sensor 6 mm 1 mm
Exposure time for one readout period 100 ms 5 ms
Overall exposure time 1000 s 60 min
Threshold of discriminator VDISC 550 mV 600 mV
Inject during calibration 250 mV 200 mV
Table 9.2: Measurement of energy spectra in LG mode - measurement conditions.
Fig. 9.5 represents the measurement of energy spectra of mixed nuclides 241Am, 239Pu
and 244Cm. The measurement was made in the same conditions as for alpha sources 241Am
and 239Pu in LG mode (Fig. 9.3).
Has to be mentioned again that non-perfect separated peaks of mixed alpha nuclides
as well as individual alpha sources are caused mainly due to high capacitance of the silicon
sensor (large sensitive area) and due to energy loss of alpha particle in the air (5.1.2).
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ToT alpha mixed source spectrum
 241Am + 239Pu + 244Cm, PH32v6, LG,
calibration @ 200mV (1.25 Me−, 4.5 MeV)
(a) Alpha mixed spectrum 241Am + 239Pu + 244Cm (b) Alpha mixed source
Figure 9.5: The energy spectrum of mixed nuclides 241Am, 239Pu and 244Cm measured by
the PH32 chip with the silicon sensor in the air. The PH32v6 chip was operated in LG
mode for measurement of the energy spectrum of alpha particles and calibrated for the
charge of 1.25 Me-, i.e. 4.5 MeV. The sensor is fully open for exposition.
Also has to be know, that due to AC coupling the sensor strip contains the metal layer
almost over all the strip area what makes the strip not fully open for ions penetration.
This property is significant for determination of an ion penetration to a depleted layer of
the sensor for the energy deposition.
9.2 Measurement of dose rate
The measurement with the radioactive source 137Cs demonstrates the ability of the detec-
tion module to measure the dose rate in the broad range of 8-orders of magnitude as can
be seen in the Fig. 9.6.
The radioactive isotope of cesium with the energy of γ photons of 662 keV as the certified
laboratory source has been used. The radiation dose is calibrated with the respect to the
distance between source and the irradiated sample. Therefore the exact radiation dose
absorbed by the sensor is known. The measurement has started with very low radiation
dose at 100 nGy·h-1 and was increasing in the range of 8 orders of magnitude to 10 Gy·h-1.
The exposure time for every exact value of the radiation dose was 10 seconds.
Silicon sensor connected to the PH32 chip has two different strip widths in this case.
Narrow strips can measure the dose rate up to 8-times higher range compared to the
wide strip design with larger area where high hit-rate saturates the front-end electronics
sooner. The both curves show nonlinearity at low dose rate range ≈ 100 nGy·h-1 due to

























Hit rate 137Cs (662keV), calibration @ 30 ke−
Wide strips 370 hits · µGy−1
Narrow strips 73 hits · µGy−1
Figure 9.6: Detector response expressed as number of hits vs. dose rate. The gamma
isotope 137Cs was used. The energy of gamma photons is 662 keV. Two curves represent
hit rates for the narrow and wide strips of the sensor. The curves show non-linearity at
low dose rate range ≈ 100 nGy·h-1 due to the natural background radiation. Hit-rate is
linear for dose rate in range of 8 orders of magnitude.
the natural background radiation otherwise the hit-rate is linear for the dose range of 8
orders of magnitude.
9.3 Radiation hardness
This chapter would not be complete unless the radiation hardness measurements were
made. Previous measurement related to the dose rate referred to the ability to measure
the total radiation dose to 10 Gy/h. The gamma isotope 137Cs was used. The total
dose of 20 Mrad was applied without any malfunction or any significant effect on the
chip. Therefore, the chip is perfectly suitable for the dose rate measurement and the basic
spectroscopy.
Another shown measurement (Fig. 9.7) refers to the power consumption. The TID
study was performed using a high flux 60Co source providing 1.17 and 1.33 MeV gamma-
rays up to a total absorbed dose of 10 Mrad during a 12 hours period. Two PH32v2
chips were under the irradiation. One was under the ongoing tests, and the second one lay
unconnected. The test series were performed repeatedly in order: the I-V characteristics
of the transistors in the test structures have been measured (≈20 minutes), DAC scan,
digital read/write test of the shift registers (≈10 minutes) and monitoring of digital and
analog current of the chip during all the tests. The DAC characteristics did not show
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any significant change during the irradiation; the digital part (RW shift register test, chip
configuration) also worked without any obvious problems. The results of the transistor

































































Power consumption, PH32v2, 60Co irradiation, 100 kGy
analog
digital
Figure 9.7: The power consumption of the PH32v2 under the 60Co irradiation with total
receiving the dose of 100 kGy (10 Mrad) during 12 hours.
Here presented results show that the analog current is not significantly influenced by
the irradiation. On the other hand, the digital current shows a significant influence of the
irradiation (about 35 times higher power consumption). However, the digital current is
saturated and then gradually decreases. It is shown, that the digital activity of the large
amount of transistors during the RW tests causes a decrease of TID effect compared to
the transistors test where these smallest transistors are left without any flipping. After 12
hours the chip is left for annealing and the chip consumption reports decrease. The power
consumption was continuously measured alongside all previous tests during next 4 days
where the digital current reports 12 mA. After that period, the tests were not performed
any longer. The power consumption was measured continuously further and after 26 days
of annealing the digital power reports 7.5 mA (2 mA before irradiation). The inconsistency
of the data during the fourth hour is caused by measurement setup issue. The TID study
measured by the newer chip versions to a total absorbed dose of 100 Mrad is described in
[A.18], [A.21].
Chapter 10
Final modifications and related
developments
The last manufactured chip is the version PH32v7. This version has supposed to be
the final iteration before ongoing engineering run. However, as I already mentioned in
above chapters, the AMS foundry which is responsible for existing MPWs, terminated the
possibility of engineering run for our already developed chips. This is one of dark sides of
the ASIC designing as it cost besides the high financial costs and long developing process
also the risk of the end of process lifetime. One could note that the risk can be avoided
by choosing the proper process and foundry before any development but any more safe
option would means much higher financial cost. However, we have managed the start of
the engineering run of the PH32v8 chip right now under discontinued C18 process still
operated by TSI Foundry, what came with necessity of redesign of our chip to the previous
C18 process once again.
10.1 Engineering run
As preparation for the engineering run, the chip PH32v7 (Fig. 10.1) came with different
layout dimensions for better wafer fabrication yield together with slightly tuned the analog
parameters. Besides that the test structures were removed as well as some less important
I/O ports.
There is one more possible improvement which could be applied to the chip - to skip
the synchronization. This opinion is due to the fact that the PHpix variant (described later
on), which is derived from the PH32 chip, is working without any observed metastability.
The PHpix chip has no internal oscillator and therefore has no synchronization. However
in this state it would be very risky to produce the chips which are not silicon proven. In
the same meaning we put to the one reticle (Fig. 10.2) mainly PHpix4 chips which are
totally silicon proven and tested as they were fabricated by old process.
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Figure 10.1: PH32v7. Chip dimensions: 1.4× 4 mm2.
Figure 10.2: One reticle for engi-
neering run with appropriate lay-
out. Reticle dimensions: 12.28 ×
12.24 mm2.
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10.2 The PHpix
The PHpix chip (Fig. 10.3) is derived from the chip PH32 and primarily is dedicated
for pixelated gamma-ray camera used in radiation therapy. The chip is working only in
hit–counting mode and therefore much more simple design is required in compare to the
PH32 chip. This lead to remove the synchronization by internal clock and allows to design
the detector module with array of PHpix chips (Fig. 10.4) to make novel pixel detector
topology. The novel approach as well as chip performance is described in more details in
[A.13].
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The examples of images taken by X-ray tube and Cobalt-60 radiation therapy unit
captured by PHpix chip are shown in Fig. 10.5.
(a) X-ray image of lines/mm, 40kV (b) X-ray image of lighter, 40kV
(c) X-ray image of matches, 40kV (d) Cobalt-60 radiation therapy
Figure 10.5: Examples of images taken with X-ray tube and Cobalt-60 radiation therapy
unit captured by PHpix chip [A.13].
10.3 The X-CHIP
The new trends in semiconductor detectors of ionization radiation lead to developing the
more compact detector systems with limitation of mechanical processes. One approach is
to merge the sensor to the single ASIC readout chip itself. This stance leaves the concept
of hybrid pixel detectors described above.
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The X-CHIP readout chip is Monolithic Active Pixel Sensor (MAPS) designed in a
commercially available (without any process changes) 180 nm SOI CMOS technology. The
chosen technology features a high voltage devices (sensor diodes) and large scale integration
of front-end electronics. Both can be placed into one pixel area what allows to design the
monolithic high resolution detector system (Fig. 10.6).
Figure 10.6: The X-CHIP-03 ASIC.
However, for the special circumstances where the low energies are required, the system
may indicate low efficiency due to relatively thin depletion layer especially for low X-rays.
Nevertheless, the detection concept fits well for radiation imaging (Fig. 10.7). The overall
detection performance of the X-CHIP readout ASIC is described in [A.12], [A.14], [A.20].
The last family of our readout chips is called SpacePix. The SpacePix is derived from
current X-CHIP-03 chip with a logarithmic front-end amplifier response to cover a large
required dynamic range for heavy ion detection. The chip contains SEU-hardened digital
circuits and is designed primarily for charged particle sensing in the space environment.
The SpacePix-D, a battery-operated standalone pixel detector with a X-CHIP-03 chip is
described in [A.17].
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(a) X-ray image of RAM chip, 40kV (b) X-ray image of bee, 30kV
(c) X-ray image of bug, 30kV (d) X-ray image of spider, 40kV
Figure 10.7: Examples of X-ray images captured by X-CHIP-02 [A.14].
Chapter 11
Conclusion
This study was created to show the current state of our research in the field of the particle
detection and to present the PH32 front-end readout electronics.
Knowledge and experience with the particle detection systems were obtained during the
work at the ATLAS particle physics experiment at the Large Hadron Collider at CERN
and during solving the research project Competence Centres Programme TE01020069 -
Advanced Detection Systems of Ionising Radiation Project. Some radiation measure-
ments were made in cooperation with the companies: UJP PRAHA a.s., VF a.s. and
esc Aerospace.
The study is focused on the PH32 front-end readout integrated circuit with specific
intention on my own contribution. The main description is orientated on the possibility to
use the PH32 chip with the silicon sensor for energy measuring of soft X-rays, beta radiation
and charged ions such as alpha particles as well as for the dose rate measurements and
the time of arrival of the first hit. Measurements in this study have proved the ability to
measure the charge from the silicon sensor in the wide range in two separate operational
modes as well as the dose rate measurement in the range of 8–orders of magnitude. Along
this, the PH32 chip can be used in the particle tracking or ion mass spectroscopy, which
was also proven. Overall, the chip has a relatively high radiation hardness, which was
proven to dose rate of 100 Mrad. Among others, the PH32 was successfully tested in
the Tokamak COMPASS to monitor the run-away electrons directly inside the tokamak
vacuum chamber [A.15], [A.16]. This particular application shows that the PH32 detection
capabilities are exceeding those of other contemporary detectors.
Furthermore, the study widely describes the calibration processes using the injected
charge from an external source. The proper calibration process is necessary to obtain
the relevant data with respect to the channel uniformity, noise, linearity, gain, dispersion
between individual channels or appropriate resolution information.
The last but not least, the study describes the major issues that had to be fixed during
the development of the PH32 readout chips. This has led to many new approaches to
the detection of radiation particles which were described above primarily. Along these
issues, during the last years of development, we have had to react dynamically to changes
in the production processes or to the problems of the foundry production itself. This
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resulted to many iterations of development associated with multiple chip submissions.
The PH32v6 chip is the last well tested version. The last version of the produced chip
(PH32v7) was supposed to be the last development version before the engineering run.
However, the problems coming out from the end of the production process caused the
necessity of redesigning the chip into an older technology. Despite all the challenges, the
PH32v8 chip is in the fabrication process in ongoing engineering run.
The contribution of the present and the future research supposed to be mainly in
determining the radiation hardness ability, improvement of the calibration process and
in general, finding the solutions for better energy and time resolution. The first listed
includes the measurements aimed on a single event upset inside the configuration registers,
changing DAC outputs, threshold levels, feedback currents, voltage gain and in generally all
circumstances causing the changes of detection performance. The second listed includes the
equalization improvement by using the radiation source with known injected energy or X-
ray tube to gain homogeneous radiation over the sensor. The last mentioned option includes
among other things the decrease of the noise originate from the sensor by decreasing the
sensor strip size or in general to use other type of the sensors (CdTe).
At the end of this study there is a short description of the PHpix chip development,
derived from PH32, which is primarily dedicated for pixelated gamma-ray camera used
in radiation therapy. This chip arrangement represents the novel pixel detector topology.
The last look is dedicated to the new trends in semiconductor detectors of ionization
radiation lead to the development of more compact detector systems with limitation of
mechanical processes. The result is in the form of a new monolithic chip called the X-
chip, which fits well for radiation imaging. The most recently designed and manufactured
chip on which I have worked as a digital designer at the time of writing this study is
called SpacePix. The chip is designed primarily for charged particle sensing in the space
environment and therefore the chip electronics is supposed to be radiation tolerant. In this
time, the SpacePix is collecting the data in orbit in the Socrat-R satellite prepared by the
Lomonosov Moscow State University [26]. The chip is placed in a module prepared jointly
by the Faculty of Nuclear Sciences and Physical Engineering CTU in Prague, the company
esc Aerospace and the Nuclear Physics Institute of the CAS.
11.1 Current research
At the present time, many efforts are underway to implement chips in various daughter
projects. Potential use of PH32 chips is in many sectors, mainly including: nuclear power
plants, waste management, nuclear medicine, industry and manufacturing, research of
atmospheric phenomena or space flight missions. From many projects currently underway,
below is a list of the most interesting research activities:
Dose rate monitoring – High dose range meter [27] and Smart directional rate meter
[28]. The detector itself includes four detection modules (Fig. 11.1).
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Air radiation monitoring – Aerosol Sampler [29].
Person and items contamination monitoring – Hand-foot contamination monitor
[30].
All these ionizing radiation monitoring systems are developed in cooperation with
VF a.s. A miniature detection module has been developed for this purpose (Fig. 11.1). It
contains a silicon sensor with 32 channels and encapsulated PH32 chip with the dimensions
only 27 × 10 mm2. The miniature module allows smart packaging to the multi detectors
system.
Figure 11.1: Detection module contains sil-
icon sensor with 32 channels and encap-
sulated PH32 chip. Module dimensions:
27× 10 mm2.
Atmospheric monitoring – The CRREAT project [31]. The detector with PH32 chips
which was used as a monitoring system and it was released into the stratosphere by high
altitude stratospheric balloon.
This project is carried out in cooperation with the Nuclear Physics Institute of the CAS
and the esc Aerospace. The program is involved in the research of atmospheric phenomena.
Besides this concept it is also in the process of preparation to use the detector on the base
of the PH32 chip for flying by a drone.
Spaceflight mission – Bion-M2 bio-satellite project. The Bion-M2 is focused on the
effects that the space radiation may have on a living organism. The animals on board (65
mices) are expected to receive a dose of space radiation comparable to a three-year-long
flight aboard the International Space Station. The cosmic ray detector itself includes eight
PH32 chips and rocket launch is scheduled for 2022.
This project is carried out in cooperation with the Russian space agency Roscosmos
[32] and the FNSPE CTU in Prague which supplies PH32 chips in Bion-M2 project.
Cosmic energy particles monitoring from solar flares – negotiations with the In-
stitute of Experimental Physics SAS are ongoing about the possibility of using the PH32
chips for the monitoring of cosmic rays that come from the Sun. The detector should
be placed at the Lomnicky Stit Observatory eventually at Basic Environmental Obser-
vatory Moussala [33]. The detector itself includes four detection modules posed one over
the other at different angles for measuring dE/dx and the direction of the incoming particle.
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Above listed projects are only selection from the ongoing projects. The potential for
the use of PH32 chips is wide in many fields of nuclear physics. In order to meet the
demand for the chips, the engineering production was managed and dozen wafers were
already produced (Fig. 11.2). The engineering run contains approximately 70 000 chips of
the PH series. Recent tests with a large area detector based on the PHpix chips show very
good yield, which is above 95%. This also ensures the relatively low cost of the produced
chips and therefore lowering the overall detector price.
Figure 11.2: A dozen wafers contain approximately 70 000 chips of the PH series.
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A.1 Specification of the PH32v6 integrated circuit
Technology AMS CMOS 180 nm
Chip dimensions 3.5×2 mm2
Connection to the sensor and PCB wire-bonding
Number of IO pads 77
Number of channels 32
Injection capacitor (HG) 10 fF
Injection capacitor (LG) 1 pF
Input signal (HG)* electrons 3-40 ke-
Input signal (LG)* electrons 300-4000 ke-
Optimized to sensor capacitance 4 pF
Sensor coupling AC
Voltage gain (HG) 7.8 µV/e-
Voltage gain (LG) 112.4 nV/e-
Adjustable threshold (HG) from -3.1 ke- to 8.7 ke-
Adjustable threshold (LG) from -264 ke- to 745 ke-
Local threshold tuning range ±1.1 ke- (HG), ±100 ke-
ToT to electrons conversion factor (HG) 620 ns @ 10 ke-, 2.36 µs @ 40 ke-
ToT to electrons conversion factor (LG) 860 ns @ 1 Me-, 2.55 µs @ 4 Me-
Noise (HG) 1100 e-
Noise (LG) 2.3 ke-
Power supply voltage 1.8 V
Static power per channel (analog) <150 µW
Dynamic power per channel depends on setting ≈ 100 µW
Total expected power <15 mW
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Operating frequency - data in/out 10s MHz
Operating frequency - ToT (adjustable) ≈ 300 MHz (default)
Table A.1: Parameters of the integrated circuit PH32v6.
A.2 Global configuration
Bit number functionality Part Default value Description
143 VDISC EN analog 1 DAC enable
142 VHYST EN analog 1 DAC enable
141 VBP EN analog 1 DAC enable
140 VBN EN analog 1 DAC enable
139 VCASC EN analog 1 DAC enable
138 VTDAC REF EN analog 1 DAC enable
137 VFDAC REF EN analog 1 DAC enable
136 VFB BASE EN analog 1 DAC enable
135 VBIAS EN analog 1 DAC enable
134 G1 LVDS CM Ref EN analog 1 SCL DAC enable
133 G2 LVDS VBP EN analog 1 SCL DAC enable
132 G3 EN analog 1 SCL DAC enable
131 G4 EN analog 1 SCL DAC enable
130 Gpart9 digital 1 SCL
129 Gpart8 digital 1 SCL
128 unused
127 clk cnt sel digital 1 0 - clk cnt ext
1 - clk cnt int




124 clk 256 en digital 0 Output enable
123 shift en digital 0 Shift enable
122:121 shift div digital 0 00 - clk cnt/2048
01 - clk cnt/4096
10 - clk cnt/8192
11 - clk cnt/16535
120 SHIFT SEL digital 0 0 - digital part
1 - scl part
119 SCL TIME EN digital 0 Time measuring
118 hit trigger sel digital 0 0 - hit accept
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1 - hit global
117 hit trigger en digital 0 Output enable
116 SCL CLK CNT EN digital 0 Clk for SCL enable





0101 - VTDAC REF
0110 - VFDAC REF
0111 - VFDAC BASE





1101 - UGA B
1110 - VDISC
1111 - digital power
111 Gpart7 digital 0
110 Gpart6 digital 0
109 Gpart5 digital 0
108 Gpart4 digital 0
117 Gpart3 digital 0
106 Gpart2 digital 0
105 Gpart1 digital 0
104 Gpart0 digital 0
103:96 G4 analog 0 V 1111 1111
95:88 G3 analog 0 V 1111 1111
87:80 lvds range analog 1.8 V 0000 0000
79:72 lvds rising analog 0 V 1111 1111
71:64 VBIAS analog 900 mV/250 MHz 1000 0000
63:56 VFB BASE analog 1 V 0111 0001
55:48 VFDAC REF analog 900 mV 1000 0000
47:40 VTDAC REF analog 900 mV 1000 0000
39:32 VCASC analog 800 mV 1000 1110
31:24 VBN analog 500 mV 1011 1000
23:16 VBP analog 750 mV 1001 0101
15:8 VHYSC analog 1.8 V 0000 0000
7:0 VDISC analog 550 mV 1011 0001
Table A.2: Global configuration bits of the PH32v6 chip.
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A.3 Channel configuration





19 SENS EN analog Connect sensor
18 accept out digital Send information of accepted hit
17 hit global out digital Send information of presented hit
16 shutter wait digital Wait for release hit global to synchronizing shutter
15 out en analog Analog output enable.
Can be enabled ONLY IN ONE CHANNEL!!!
(default value is therefore LOW)
14 gain analog HIGH gain = 0 (default)
LOW gain = 1
13 inject en analog Enable inject





7 channel en analog Channel enable
6 mode 1 digital Mode select
5 mode 0





Table A.3: Channel configuration bits of the PH32v6 chip.
Appendix B
The simulation results of
pseudo-random versus asynchronous
counter
B.1 The simulation results of pseudo-random counter
The simulation of pseudo-random counter which can act as shift register as well with
clock frequency 250 MHz is shown in Fig. B.1. The simulation is divided into two modes:
configuration mode when the signal shutter is in a HIGH state and counting mode when
the signal shutter is in a LOW state. The power consumption is very important just for
counting mode since the configuration may run at lower frequency. The average power
consumption for configuration is 140 uW and for counting mode is even slightly higher
170 uW.
B.2 The simulation results of asynchronous counter
The same simulation as in section B.1 but for 13-bit asynchronous counter (Note that
16-bit counter is used in the PH32v5 chip and its followers) which can act as shift register
as well has been done (Fig. B.2).
From the simulation is visible that the power consumption is much lower than for
pseudo-random counter. The average power consumption for configuration is 180 uW which
is even higher in compare with pseudo-counter but for our requirement it is not relevant.
For counting mode the power consumption is 60 uW what is almost one third of the power
consumption of the pseudo-counter. This solution solved the issue with cross-talk between
digital activity of counter and the output of CSA in the analog part of the chip and has
been proven even for higher sampling frequencies.
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Figure B.1: The simulation of 13-bit pseudo-random counter register which can react as
shift register as well with clock frequency 250 MHz. The average power consumption for
configuration (shutter is in a HIGH state) is 140 uW and for counting mode (shutter is in
a LOW state) is 170 uW.
Figure B.2: The simulation of 13-bit asynchronous counter which can react as shift register
as well with clock frequency 250 MHz. The average power consumption for configuration
(shutter is in a HIGH state) is 180 uW and for counting mode (shutter is in a LOW state)
is 60 uW.
